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BREW-TEK 1430

12
/0

2

1430025
1430032
1430040
1430050
1430065

1,5
1,5
1,5
1,5
1,5

40
40
40
40
40

25
32
40
50
65

37
48
60
72
93

~200
~230
~280
~350
~450

0,76
1,35
2,10
2,80
4,60

0,04
0,04
0,04
0,04
0,04

Applications:

Developed specially for food and brewery industries.
Suitable for the transportation of alcoholic and non-
alcoholic liquids and oily foodstuff.

Service temperature: -30°C…+80°C
(temporarily washing with steam +130°C)

Construction:
Tube: white NBR, food quality
Reinforcement: textile
Cover: blue NBR, wear resistant
Safety factor: 3

NOTICE! Before using in food industries hoses must be
washed with 5% soda solution.
The hoses can also be washed temporarily with hot water
or steam. Hoses can be connected with compression
coupling or clamps.

Swaged coupling

NAPORNYJ RUKAW
SUCTION AND PRESSURE HOSE

RUKAWA PI}EWOGO NAZNA~ENIQ
FOOD QUALITY HOSES

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

Kod
Code

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee dawlenie
Working
pressure
MPa/MPa

Wakuum
Vacuum
max.
MPa/MPa

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Primenenie:
Razrabotan specialxno dlq pi]ewoj
promy[lennosti. Podhodit dlq pereka^ki
alkogolesoderva]ih, bezalkogolxnyh i
maslqnistyh vidkostej pitxewogo
nazna^eniq.

Temperatura rabotosposobnosti:
–30 ... +80°C
(kratkowremennaq obrabotka parom +130°C)

Konstrukciq:
Trubka: belyj NBR, pi]ewoe ka^estwo
Armatura: tekstilx i stalxnaq spiralx
Werh: goluboj NBR, iznosostojkaq
powerhnostx
Faktor bezopasnosti: 3
Prime^anie: pered ispolxzowaniem
rukawa promytx 5% sodowym rastworom.
Dopustima kratkowremennaq  obrabotka
gorq^ej wodoj ili parom. Rukaw
podsoedinq@t  klemmoj s zapressowannym 
ili zavimnym homutom.

SL-homut
RS-Coupling



BREW-TEK ULTRA 1810
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Applications:

Developed specially for food industry and brewery
industries. Suitable for transportation of products such as
drinking water, foodstuffs and pure alcohol (98%). Food
quality UPE enables that hoses can be used also in other
industries with high hygienic demands.

Service temperature: -20° ... +80°C
(temporarily washing with steam +130°C)

Construction:
Tube: UPE, food quality
Reinforcement: textile
Cover: blue NBR, wear resistant
Safety factor: 3

NOTICE! Before using in food industries hoses must be
washed with 5% soda solution. The hoses can also be
washed temporarily with hot water or steam. Hoses can
be connected with compression coupling or clamps.

1810025
1810040
1810050
1810065

1,6
1,6
1,6
1,6

40
40
40
40

25
40
50
65

37
60
72
93

~150
~250
~310
~400

0,77
1,85
2,45
4,00

0,08
0,08
0,07
0,07

SL-homut
RS-Coupling

Swaged coupling

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Kod
Code

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee dawlenie
Working
pressure
MPa/MPa

Wakuum
Vacuum
max.
MPa/MPa

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

Primenenie:
Razrabotan specialxno dlq pi]ewoj
promy[lennosti. Podhodit dlq pereka^ki
pitxewoj wody i ^istogo alkogolq (98%).
Wnutrennqq powerhnostx UPE pozwolqet
ispolxzowanie rukawa takve dlq drugih
otraslej promy[lennosti s wysokimi
trebowaniqmi gigieny.

Temperatura rabotosposobnosti:
–20...+80°C
(kratkowremennaq obrabotka parom +130°C)

Konstrukciq:
Trubka: UPE, pi]ewoe ka^estwo
Armatura: tekstilx 
Werh: goluboj NBR, iznosostojkaq
powerhnostx
Faktor bezopasnosti: 3
Prime^anie: pered ispolxzowaniem
rukawa promytx 5% sodowym rastworom.
Dopustima kratkowremennaq  obrabotka
gorq^ej wodoj ili parom. Rukaw
podsoedinq@t  klemmoj s zapressowannym 
ili zavimnym homutom.

RUKAWA PI}EWOGO NAZNA~ENIQ
FOOD QUALITY HOSES

NAPORNYJ RUKAW
PRESSURE HOSE



FOOD
Primenenie:
Odobren Gossan\pidnadzorom RF dlq
transportirowki moloka, piwa i wina.
Prigoden kak namatywa@]ijsq na
katu[ku rukaw dlq molokowozow.
Temperatura rabotosposobnosti:
-40...+ 80°C, w te^enie
neprodolvitelxnogo wremeni +120°S

Konstrukciq:
Wnutrennij sloj: belyj NR,
pi]ewoe ka^estwo
Armatura: tekstilx i stalxnaq spiralx
Werh: goluboj NR, gladkaq powerhnostx
Faktor bezopasnosti: 4
Prime^anie: pered ispolxzowaniem
rukawa promytx 5% sodowym rastworom

Applications:
Hose for transport of milk, beer and
wine. Suitable as reelable hose for milk collecting
trucks.

Service temperature: -40...+80°C
(temporarily +120°C)

Construction:
Tube: white NR, food quality
Reinforcement: textile and steel spiral
Cover: blue NR, smooth finish
Safety factor: 4
NOTICE! before using hoses must be washed with
5 % soda solution

Tip
Type

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Dlina
Length       Price,
m/m             Euro

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

FOOD 025
FOOD 038
FOOD 040
FOOD 045
FOOD 050
FOOD 053
FOOD 063
FOOD 065
FOOD 075
FOOD 100

25
38
40
45
51
53
63
65
76
102

36
49
51
56
62
65
79
81
91
118

60
100
100
110
120
120
180
180
300
640

0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09

0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6

0,78
1,30
1,34
1,48
1,64
1,69
2,42
2,50
2,95
4,45

40                16.44 
40
40                17.39
40
40                19.54
40
40
40                 28.27
40                 42.40

Wnutr.
diametr
Ø i.d
mm/mm

Nar.
diametr
Ø o.d.
mm/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

RUKAWA PI}EWOGO NAZNA~ENIQ
FOOD QUALITY HOSES

NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE
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SL-homut



Applications:

Food quality hose for transport of ready milk
products. Suits also for animal and vegetable
fat.

Service temperature: -30...+80°C

Construction:
Tube: white NBR, food quality
Reinforcement: textile and steel spiral
Cover: blue NBR/EPDM, smooth finish
Safety factor: 3,2
NOTICE! before using hoses must be washed
with 5 % soda solution

RUKAWA PI}EWOGO NAZNA~ENIQ
FOOD QUALITY HOSES

LAKTO
WSASYWA`}IJ I NAPORNYJ RUKAW
SUCTION AND PRESSURE HOSE

Primenenie:

Prigoden dlq transportirowki
gotowyh molo^nyh produktow. Ustoj^iw k
viwotnym i rastitelxnym viram.
Temperatura rabotosposobnosti:
-30...+80°S

Konstrukciq:
Wnutrennij sloj: belyj NBR,
pi]ewoe ka^estwo
Armatura: tekstilx i stalxnaq spiralx
Werh: goluboj NBR/EPDM, gladkaq
powerhnostx
Faktor bezopasnosti: 3,2
Prime^anie: pered ispolxzowaniem
rukawa promytx 5% sodowym rastworom

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Tip
Type

25
38
40
45
51,5
53
63
65
76
102

Wnutrennij
diametr
Ø i.d.
mm/mm

Nar.
diametr
Ø o.d.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

36
49
51
56
62
65
79
81
91
123

60
100
115
120
150
150
190
190
300
640

0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0

0,82
1,33
1,37
1,50
1,67
1,72
2,50
2,60
3,23
4,90

40
40
40
40
40
40
40
40
40
40

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

LAKTO 025
LAKTO 038
LAKTO 040
LAKTO 045
LAKTO 050
LAKTO 053
LAKTO 063
LAKTO 065
LAKTO 075
LAKTO 100

R min.
mm/mm

Rabo^ee dawlenie
Working press.
MPa/MPa

08
/0

2



LACTO-TEK 1410
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Primenenie:
Razrabotan specialxno dlq pi]ewoj
promy[lennosti, a takve dlq drugih
otraslej promy[lennosti s wysokimi
trebowaniqmi gigieny.

Temperatura rabotosposobnosti:
–30 ... +80°C
(kratkowremennaq obrabotka parom +130°C)

Konstrukciq:
Trubka: belyj NBR, pi[ewoe ka^estwo
Armatura: tekstilx
Werh: goluboj NBR, iznosostojkaq
powerhnostx
Faktor bezopasnosti: 4
Prime^anie: pered ispolxzowaniem
rukawa promytx 5% sodowym rastworom.
Dopustima kratkowremennaq obrabotka
gorq^ej wodoj ili parom. Rukaw
podsoedinq@t  klemmoj s zapressowannym 
ili zavimnym homutom.

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

Kod
Code

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee dawlenie
Working
pressure
MPa/MPa

1410013
1410019
1410025
1410040
1410050
1410065

1,0
1,0
1,0
1,0
1,0
1,0

40
40
40
40
40
40

13
19
25
40
50
65

23
29
37
58
70
89

~80
~115
~150
~230
~290
~440

0,30
0,50
0,76
1,74
2,45
3,90

Applications:

Developed specially for food industry and other process
industries with high hygienic demands.

Service temperature: -30° ... +80°C
(temporarily washing with steam +130°C)

Construction:
Tube: white NBR, food quality
Reinforcement: textile
Cover: blue NBR, wear resistant
Safety factor: 4

NOTICE! Before using in food industries hoses must
be washed with 5% soda solution.
The hoses can also be washed temporarily with hot
water or steam. Hoses can be connected with
compression coupling or clamps.

Wakuum
Vacuum
max.
MPa/MPa

0,07
0,07
0,05
0,05
0,05
0,05

SL-homut
RS-Coupling

Swaged coupling

RUKAWA PI}EWOGO NAZNA~ENIQ
FOOD QUALITY HOSES

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

NAPORNYJ RUKAW
PRESSURE HOSE



LACTO-TEK 1420 SL

12
/0

2

Applications:

Developed specially for food industry and other
process industries with high hygienic demands.

Service temperature: -30° ... +80°C
(temporarily washing with steam +130°C)

Construction:
Tube: white NBR, food quality
Reinforcement: textile and steel spiral
Cover: blue NBR, wear resistant
Safety factor: 4

NOTICE! Before using in food industries hoses
must be washed with 5% soda solution.
The hoses can also be washed temporarily with
hot water or steam. Hoses can be connected with
compression coupling or clamps.

1420SL025
1420SL040
1420SL051
1420SL065
1420SL075

1,0
1,0
1,0
1,0
1,0

40
40
40
40
40

25
40
51,5
65
75

36
52
62
79
91

~80
~110
~140
~180
~220

0,82
1,44
2,00
2,55
3,25

0,08
0,08
0,08
0,08
0,08

RS-homut
RS-Coupling

SL-homut
SL-Coupling

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

NAPORNYJ RUKAW
SUCTION AND PRESSURE HOSE

RUKAWA PI}EWOGO NAZNA~ENIQ
FOOD QUALITY HOSES

Kod
Code

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee dawlenie
Working
pressure
MPa/MPa

Wakuum
Vacuum
max.
MPa/MPa

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Primenenie:
Razrabotan specialxno dlq pi]ewoj
promy[lennosti, a takve dlq drugih
otraslej promy[lennosti s wysokimi
trebowaniqmi gigieny.

Temperatura rabotosposobnosti:
–30 ... +80°C
(kratkowremennaq obrabotka parom +130°C)

Konstrukciq:
Trubka: belyj NBR, pi]ewoe ka^estwo
Armatura: tekstilx i stalxnaq spiralx
Werh: goluboj NBR, iznosostojkaq
powerhnostx
Faktor bezopasnosti: 4
Prime^anie: pered ispolxzowaniem
rukawa promytx 5% sodowym rastworom.
Dopustima kratkowremennaq  obrabotka
gorq^ej wodoj ili parom. Rukaw
podsoedinq@t  klemmoj s zapressowannym 
ili zavimnym homutom.



MULTI-TEK 2810 BC
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2810BC025
2810BC032
2810BC040
2810BC050
2810BC075
2810BC102

1,6
1,6
1,6
1,6
1,6
1,6

40
40
40
40
40
40

25
32
40
50
75
102

37
44
53
66
91
118

~230
~260
~330
~410
~500
~560

0,76
0,96
1,10
1,90
2,60
4,00

Applications:

Developed specially to correspond to quality
standards demanded by chemical- and other
process industries. Hose is manufactured
according to EN 12115 standard and it endures
about 98% of general industrial chemicals.

Service temperature: -35° ... +100°C
(temporarily washing with steam +130°C)

Construction:
Tube: black UPE, smooth
Reinforcement: textile and steel spiral
Cover: black EPDM, wear resistant
Tube and cover electric conductive
Safety factor: 3

0,09
0,09
0,09
0,09
0,09
0,09

RS-homut
RS-Coupling

Swaged coupling

RUKAWA DLQ KISLOT I HIMIKATOW
ACID AND CHEMICAL HOSES

NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Kod
Code

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee dawlenie
Working
pressure
MPa/MPa

Wakuum
Vacuum
max.
MPa/MPa

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

Primenenie:
Razrabotan sootwetswenno s trebowaniqmi
himi^eskoj i drugih promy[lennostej.
Rukaw otwe^aet trebowaniqm standarta
EN 12115 i ustoj^iw k wozdejstwi@ okolo
98% upotreblqemyh w promy[lennosti
himikatow.

Temperatura rabotosposobnosti:
–35...+100°C
(kratkowremennaq obrabotka parom +130°C)

Konstrukciq:
Trubka: ~ernyj UPE, gladkaq powerhnostx
Armatura: tekstilx i stalxnaq spiralx
Werh: ~ernyj EPDM, iznosostojkaq
powerhnostx
Faktor bezopasnosti: 3
Wne[nqq i wnutrennqq powerhnosti
\lektroprowodny



CHEMO-TEK 2710 BC
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Applications:

Developed specially to correspond to quality standards
demanded by chemical industries. The hose is
manufactured according to EN 12115 standard and it
is suitable for the transportation of several chemicals.
The operating time of the hose depends on the
concentration of chemical and service temperature,
which must always be checked before use.

Service temperature: -40° ... +90°C
(temporarily washing with steam +120°C)

Construction:
Tube: black EPDM, chemical resistant
Reinforcement: textile and steel spiral
Cover: black EPDM, wear resistant
Tube and cover electric conductive
Safety factor: 3

2710BC019
2710BC025
2710BC050
2710BC063
2710BC075

1,6
1,6
1,6
1,6
1,6

40
40
40
40
40

19
25
50
63
75

31
37
66
79
91

~125
~150
~275
~300
~350

0,60
0,75
1,82
2,75
3,25

0,09
0,09
0,09
0,09
0,09

RS-homut
RS-Coupling

Swaged coupling

RUKAWA DLQ KISLOT I HIMIKATOW
ACID AND CHEMICAL HOSES

NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

Kod
Code

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee dawlenie
Working
pressure
MPa/MPa

Wakuum
Vacuum
max.
MPa/MPa

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

Primenenie:
Razrabotan sootwetswenno s wysokimi
trebowaniqmi himi^eskoj
promy[lennosti. Rukaw otwe^aet
trebowaniqm standarta
EN 12115 i prigoden dlq transportirowki
mnogih himikatow. Wremq raboty rukawa
zawisit ot koncentracii kimikatow i
rabo^ej temperatury, ^to obqzatelxno
dolvno prowerqtxsq pered ego
ispolxzowaniem.

Temperatura rabotosposobnosti:
–40 ... +90°C
(kratkowremennaq obrabotka parom +120°C)

Konstrukciq:
Trubka: ~ernyj EPDM, himi^eski
ustoj^iw
Armatura: tekstilx i stalxnaq spiralx
Werh: ~ernyj EPDM, iznosostojkaq
powerhnostx
Faktor bezopasnosti: 3
Wne[nqq i wnutrennqq powerhnosti
\lektroprowodny



Applications:

For transport of different kind of chemicals.
Suitable also for use in food industry and
hospitals.
-meets FDA and BGA requirements

Service temperature: -40...+120°C

Construction:
Material: red non-reinforced TPE 732, hardness
55 ShA

Primenenie:

Dlq transportirowki razli^nyh
widow himikatow. Prigoden takve dlq
ispolxzowaniq w pi]ewoj
promy[lennosti i bolxnicah.
Otwe^aet trebowaniqm FDA i BGA.

Temperatura rabotosposobnosti:
-40...+120°C

Konstrukciq:
Material: krasnyj nearmirowannyj
TRE732, twerdostx 55 ShA

RUKAWA PI}EWOGO NAZNA~ENIQ
FOOD QUALITY HOSES

LKA
LABORATORNYJ RUKAW
LABORATORY HOSE

Tip
Type

2,5
3,0
4,0
5,0
6,0
7,0
8,0
9,0
10,0
11,0
12,0
13,0
15,0
18,0

Wnutrennij
diametr
mm/mm

Naruvnyj
diametr
mm/mm

R min.
mm/mm

Wakuum
Vacuum max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

4,0
5,0
7,0
8,0
9,0
10,0
12,0
13,0
14,0
16,0
17,0
18,0
20,0
23,0

-
-
-
-
-
-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-

LKA 02504
LKA 0305
LKA 0407
LKA 0508
LKA 0609
LKA 0710
LKA 0812
LKA 0913
LKA 1014
LKA 1116
LKA 1217
LKA 1318
LKA 1520
LKA 1823

8
13
26
31
36
40
62
69
75
106
114
121
138
161

-
-
-
-
-
-
-
-
-
-
-
-
-
-

100
100
100
100
100
100
50
50
50
50
50
50
50
50

LKAI 0310
LKAI 0515
LKAI 0820

Wsasywa@]ie rukawa • Suction Hoses

3,0
5,0
8,0

10,0
15,0
20,0

71
157
263

100
25
25

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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RUKAWA DLQ KISLOT I HIMIKATOW
ACID AND CHEMICAL HOSES

CHEMIC
NAPORNYJ RUKAW
PRESSURE HOSE

CHEMIC 013
CHEMIC 019
CHEMIC 025
CHEMIC 032
CHEMIC 038
CHEMIC 050

Applications:

Pressure hose for chemicals, endures about
98 % of common industrial chemicals.

Service temperature: -35...+100°C

Construction:
Tube: UHMWPE
(Ultra High Molecular Weight Polyethylene)
Reinforcement: textile
Cover: black EPDM, smooth
Safety factor: 4
Tube and cover electric conductive,
resistance < 106 Ω/hose.

13
19
25
32
38
50

25
31
37
44
51
66

150
190
225
263
337
413

1,0
1,0
1,0
1,0
1,0
1,0

0,35
0,50
0,61
0,73
1,10
1,61

40
40
40
40
40
40

R R

Primenenie:

Napornyj rukaw dlq himikatow.
Ustoj^iw k porqdka 98%
promy[lennyh himikatow.
Temperatura rabotosposobnosti:
-35...+100 °C
Konstrukciq:
Wnutrennij sloj: UHMWPE - plenka
(poli\tilen swerhwysokogo
molekulqrnogo wesa)
Armatura: tekstilx
Werh: ^ernyj EPDM, gladkaq
powerhnostx
Faktor bezopasnosti: 4
Wnutrennee i naruvnoe pokrytie
\lektroprowodny, soprotiwlenie
< 106 Ω/rukaw.

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Rabo^ee dawlenie
Working press.
MPa/MPa

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request Country of origin - Strana proishovdeniq: Italy - ITALIQ
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Applications:

Especially suitable for transport of dangerous
chemicals. The operating time of the hose
depends on the concentration of chemical and
service temperature, which must always be
checked before use.

Service temperature: -40...+110 °C

Construction:
Tube: black EPDM
Reinforcement: textile and steel spiral
Cover: black EPDM, smooth
Safety factor: 4
Tube and cover electric conductive,
resistance < 106 Ω/hose.

Primenenie:

Osobenno prigoden dlq transportirowki
opasnyh himikatow. Wremq raboty rukawa
zawisit ot koncentracii himikata i
rabo^ej temperatury, ^to obqzatelxno
dolvno prowerqtxsq pered na^alom raboty.
Temperatura rabotosposobnosti:
-40...+110°S

Konstrukciq:
Wnutrennij sloj: ^ernyj EPDM
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj EPDM, gladkaq powerhnostx
Faktor bezopasnosti: 4
Wnutrennee i naruvnoe pokrytie
\lektroprowodny, soprotiwlenie
< 106 Ω/rukaw

RUKAWA DLQ KISLOT I HIMIKATOW
ACID AND CHEMICAL HOSES

KEM
NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item  Po zakazu • On request

Tip
Type

25
50
63
76

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

37
66
79
92

150
275
300
350

0,09
0,09
0,09
0,09

KEM 025
KEM 050
KEM 063
KEM 076

0,76
2,02
2,75
2,98

1,0
1,0
1,0
1,0

40
40
40
40

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:

Very flexible hose for transport of dangerous
chemicals. Endures about 98 % of common
industrial chemicals.

Service temperature: -35...+100°C

Construction:
Tube: very smooth UHMWPE
(Ultra High Molecular Weight Polyethene)
Reinforcement: textile and steel spiral
Cover: black EPDM, smooth
Safety factor: 4
Tube and cover electric conductive,
resistance < 106 Ω/hose.

Primenenie:

Swerhgibkij rukaw dlq transportirowki
opasnyh himikatow. Ustoj^iw k  porqdka
98% promy[lennyh himikatow.

Temperatura rabotosposobnosti:
-35...+100°C

Konstrukciq:
Wnutrennij sloj: o^enx gladkaq
UHMWPE - plenka (poli\tilen swerh-
wysokogo molekulqrnogo wesa)
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj EPDM, gladkaq powerhnostx
Faktor bezopasnosti: 4
Wnutrennee i naruvnoe pokrytie
\lektroprowodny, soprotiwlenie
< 106 Ω/rukaw.

RUKAWA DLQ KISLOT I HIMIKATOW
ACID AND CHEMICAL HOSES

LMK
NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

LMK 025
LMK 032
LMK 040
LMK 050
LMK 063
LMK 075
LMK 100

25
32
40
50
63
76
102

37
44
53
66
79
92
118

225
263
337
412
450
525
563

0,09
0,09
0,09
0,09
0,09
0,09
0,09

1,0
1,0
1,0
1,0
1,0
1,0
1,0

0,76
0,96
1,10
1,61
2,10
2,49
3,99

40
40
40
40
40
40
40

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Drugie razmery po zakazu • Other dimensions on request
  Estx na sklade • Stock item Po zakazu • On request



Applications:

Welding hose, also suitable as a compressed
air hose. Hose meets requirements of standard
SFS-EN 559.

Construction:
Material: black SBR, smooth finish
Reinforcement: textile
Cover: LLA red/LLH blue SBR/EPDM, weather
and ozone resistant
Safety factor: 3

Primenenie:

Swaro^nyj rukaw, prigoden takve dlq
svatogo wozduha. Rukaw otwe^aet
trebowaniqm standarta SFS-EN 559.

Konstrukciq:
Wnutrennij sloj: ^ernyj SBR
Armatura: tekstilx
Werh: LLA-krasnyj, LLH-sinij
SBR/EPDM, pogodo- i ozonostojkij
Faktor bezopasnosti: 3

LLA/LLH
ACETILENOWYJ RUKAW/ KISLORODNYJ RUKAW
ACETYLENE HOSE/OXYGEN HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item  Po zakazu • On request

Dlq kisloroda
For oxygen

Dlq acetilena
For acetylene

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Italy - ITALIQ

LLA 20005
LLA 20008
LLA 20010

LLA 20013
LLA 20020

5
8

10

13
19

12
15
17

21
29

40
40
50

90
90

-
-
-

-
-

2,0
2,0
2,0

2,0
2,0

0,14
0,19
0,22

0,34
0,54

30-100
30-100
30-100

40
40

LLH 20005
LLH 20008
LLH 20010

LLH 20013
LLH 20020

5
8

10

13
19

12
15
17

21
29

40
40
50

90
90

-
-
-

-
-

2,0
2,0
2,0

2,0
2,0

0,14
0,19
0,22

0,34
0,54

30-100
30-100
30-100

40
40

Hoses will be delivered according to ready packages.
Lengths varies between 30-100 m.

Rukawa postawlq@tsq w buhtah.
Dlina rukawow ot 30 do 100 m.
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SWARO~NYE RUKAWA, RUKAWA DLQ
SVIVENNOGO GAZA
WELDING HOSES, LPG HOSES



Applications:

Hose meets requirements of standard SFS 3395.

Construction:
Tube: black NBR
Reinforcement: textile
Cover: orange NBR/PVC, weather resistant,
smooth finish
Safety factor: 7,5

Primenenie:

Rukaw otwe^aet trebowaniqm standarta
SFS 3395.
Konstrukciq:
Wnutrennij sloj: ^ernyj NBR
Armatura: tekstilx
Werh: oranvewyj NBR/PVC,
pogodostojkij, gladkaq powerhnostx
Faktor bezopasnosti: 7,5

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

10 17 70 -LLK 02010 0,210,2 30-100

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Italy - ITALIQ

LLK

Hoses will be delivered according to ready packages.
Lengths varies between 30-100 m.

Rukawa postawlq@tsq w buhtah.
Dlina rukawow ot 30 do 100 m.

08
/0
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SWARO~NYE RUKAWA, RUKAWA DLQ
SVIVENNOGO GAZA
WELDING HOSES, LPG HOSES

RUKAW DLQ SVIVENNOGO GAZA
LPG HOSE



Primenenie:

Rukaw dlq inertnyh gazow, takih
kak argon, butan; takve prigoden
dlq svatogo wozduha.
Rukaw otwe^aet trebowaniqm standarta
SFS-EN 559.

Konstrukciq:
Wnutrennij sloj: ^ernyj SBR,
gladkaq powerhnostx
Armatura: tekstilx
Werh: ^ernyj SBR/EPDM, pogodo-
i ozonostojkij
Faktor bezopasnosti: 3

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

SUKA
RUKAW DLQ INERTNYH GAZOW
HOSE  FOR INERT GASES

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Applications:

This hose is for inert gases, like argon,
but can also be used for pressurized air.
The hose meets requirements of
standard SFS-EN 559.

Construction:
Tube: black SBR, smooth
Reinforcement: textile
Cover: black SBR/EPDM, weather and ozone
resistant
Safety factor: 3

Rukawa postawlq@tsq w buhtah.
Dlina rukawow ot 30 do 100 m.

Hoses will be delivered according to ready packages.
Lengths varies between 30-100 m.

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Country of origin - Strana proishovdeniq: Italy - ITALIQ
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SUKA 20006
SUKA 20008
SUKA 20010
SUKA 20013

6,3
8
10
12,5

13,3
15
17
23,5

2,0
2,0
2,0
2,0

0,16
0,19
0,22
0,45

30-100
30-100
30-100
30-100

SWARO~NYE RUKAWA, RUKAWA DLQ
SVIVENNOGO GAZA
WELDING HOSES, LPG HOSES



Applications:

Hose meets requirements of standard EN 559.

Construction:
Tube: black EPDM
Reinforcement: textile
Cover: red/blue EPDM, weather and ozone
resistant
Safety factor: 3

Primenenie:

Rukaw otwe^aet trebowaniqm standarta
EN 559.

Konstrukciq:
Wnutrennij sloj: ^ernyj EPDM
Armatura: tekstilx
Werh: krasnyj/sinij EPDM,
pogodo- i ozonostojkij
Faktor bezopasnosti: 3

TWIN
DWOJNOJ SWARO~NYJ RUKAW
DOUBLE WELDING HOSE

Tip
Type

6,3
8,0

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

13,5
15,2

50
65

-
-

TWIN 20006
TWIN 20008

0,34
0,41

2,0
2,0

100
100

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Italy - ITALIQ

Hoses will be delivered according to ready packages.
Lengths varies between 30-100 m.

Rukawa postawlq@tsq w buhtah.
Dlina rukawow ot 30 do 100 m.

08
/0

2

SWARO~NYE RUKAWA, RUKAWA DLQ
SVIVENNOGO GAZA
WELDING HOSES, LPG HOSES



Applications:

Steam pressure hose for building production.
Suitable for transport of steam for a short time.

Service temperature: -40...+164°C
At a continuous temperature of more than
+150°C the operating time of steam hoses
become considerably shorter. Not for
stationary installation.

Construction:
Tube: black SBR
Reinforcement: textile
Cover: black SBR, weather resistant
Safety factor: 10

Primenenie:

Parowoj rukaw dlq stroitelxnogo
proizwodstwa. Prigoden dlq
transportirowki para w te^enie
korotkogo wremeni.
Temperatura rabotosposobnosti:
-40...+164°C
Pri postoqnnoj temperature wy[e
+150°S resurs raboty parowyh
rukawow zna^itelxno sokra]aetsq.
Neprigoden dlq stacionarnoj
ustanowki.
Konstrukciq:
Wnutrennij sloj: ^ernyj SBR
Armatura: tekstilx
Werh: ^ernyj SBR, pogodostojkij
Faktor bezopasnosti: 10

PAROWYE RUKAWA
STEAM HOSES

LCB
NAPORNYJ RUKAW
PRESSURE HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes
kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

13
16
19
25
32
40

24
27
32
38
47
56

50
70
90
130
160
200

-
-
-
-
-
-

0,44
0,53
0,70
0,90
1,20
1,45

0,6
0,6
0,6
0,6
0,6
0,6

40
40
40
40
40
40

LCB 06013
LCB 06016
LCB 06020
LCB 06025
LCB 06032
LCB 06040

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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PAROWYE RUKAWA
STEAM HOSES

STEAM
NAPORNYJ RUKAW
PRESSURE HOSE

Primenenie:
Parowoj rukaw dlq stroitelxnogo
proizwodstwa. Prigoden dlq
transportirowki para w te^enie
korotkogo wremeni.
Temperatura rabotosposobnosti:
-35...+204°C
Pri postoqnnoj temperature wy[e
+150°S resurs raboty parowyh
rukawow zna^itelxno sokra]aetsq.
Neprigoden dlq stacionarnoj
ustanowki.
Rabo^ee dawlenie:
Dlq para 1,75 MPa, dlq gorq^ej
wody 5,5 MPa

Konstrukciq:
Wnutrennij sloj: ^ernyj EPDM
Armatura: stalxnaq
Werh: ^ernyj EPDM

Applications:

Steam pressure hose for building production.
Suitable for transport of steam for a short time.

Service temperature: -35...+204°C
At a continuous temperature of more than
+150°C the operating time of steam hoses
become considerably shorter. Not for
stationary installation.

Working pressure:
For steam 1,75 MPa, for hot water 5,5 MPa

Construction:
Tube: black EPDM
Reinforcement: steel reinforcement
Cover: black EPDM

Tip
Type

13
19
25

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes
kg/m
Weight
kg/m

Dlina
Length
m/m

25
33
40

120
170
230

–
–
–

STEAM 013
STEAM 019
STEAM 025

0,55
0,71
0,96

1,75
1,75
1,75

30–60
30–60
30–60

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Italy - ITALIQ

Hoses will be delivered according to ready packages.
Lengths varies between 30-60 m.

Rukawa postawlq@tsq w buhtah.
Dlina rukawow ot 30 do 60 m.

08
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Applications:

Flexible ventilation hose for automobile halls
and repair shops. Hose without steel spiral
makes it crushable.

Service temperature: -40...+80°C

Construction:
Tube: black SBR, corrugated finish
Reinforcement: textile
Cover with CR rubberized fabric.

Primenenie:

Gibkij wentilqcionnyj rukaw dlq
awtostoqnok i STO. Blagodarq otsutstwi@
stalxnoj spirali rukaw movet svimatxsq.
Temperatura rabotosposobnosti:
-40...+80°C

Konstrukciq:
Wnutrennij sloj: ^ernyj SBR,
gofrirowannaq powerhnostx
Armatura: tekstilx
Werh: prorezinennaq CR tkanx

WENTILQCIONNYE RUKAWA
VENTILATION HOSES

LPA
RUKAW DLQ WYHLOPNYH GAZOW
EXHAUST GAS HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Nar.diametr
manvety
Cuff ø o.d
mm/mm

Dlina
manvety
Cuff length
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item  Po zakazu • On request

50
63
76
102
50
63
76
102

-
-
-
-
-
-
-
-

180
220
260
350
180
220
260
350

58
71
83
110
58
71
83
110

LPA 05005
LPA 06305
LPA 07505
LPA 10005
LPA 05010
LPA 06310
LPA 07510
LPA 10010

1,00
1,15
1,81
2,65
1,00
1,15
1,81
2,65

80
100
100
100
80
100
100
100

5
5
5
5
10
10
10
10

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:

Transport of dust, pulverous and granular
material in chemical industry, agriculture or
carpenter’s workshop. Direction of flow shown
on the hose with an arrow.

Service temperature: -40...+80°C

Construction:
Material: pure polyurethane reinforced with
steel spiral
Colour: transparent
Wall thickness: 0,6±0,1 mm
i.d. 32-63 mm 0,5±0,1 mm

Primenenie:

Transportirowka pyli, izmelx^ennyh i
granulirowannyh materialow w selxskom
hozqjstwe, himi^eskoj i derewoobrabaty-
wa@]ej promy[lennosti. Naprawlenie
potoka pokazano na rukawe strelkoj.
Temperatura rabotosposobnosti:
-40...+80°C

Konstrukciq:
Material: poliuretan, armirowannyj
stalxnoj spiralx@
Cwet: prozra^nyj
Tol]ina stenok: 0,6±0,1 mm
Wnutr. diametr 32-63mm  - 0,5±0,1 mm

WENTILQCIONNYE RUKAWA
VENTILATION HOSES

LPU
POLIURETANOWYJ RUKAW
POLYURETHANE HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Rabo^ee dawlenie
Working press.
MPa/MPa

Wes
kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade  • Stock item Po zakazu • On request

Po zakazu:
- \lektroprowodnyj
- pi]ewoj
- newozgora@]ijsq

On request:
- electric conductive
- food quality
- self-extinguishing

32
38
50
63
76
82
90
102
115
127
140
152
162
180
203
254
305

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

20
20
25
35
40
40
45
50
60
65
70
75
80
90
100
130
150

LPU 032
LPU 038
LPU 050
LPU 063
LPU 075
LPU 080
LPU 090
LPU 100
LPU 115
LPU 125
LPU 140
LPU 150
LPU 160
LPU 180
LPU 200
LPU 250
LPU 300

0,02
0,02
0,02
0,02
0,02
0,02
0,02
0,02
0,02
0,02
0,02
0,02
0,02
0,01
0,01
0,01
0,01

10
10
10
10
10
10
10
10
10
10
10
10
10
10
5
5
5

0,15
0,17
0,24
0,28
0,52
0,55
0,59
0,68
0,72
0,78
0,87
0,93
1,00
1,13
1,25
1,56
1,68

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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PUR-TEK
POLIURETANOWYJ RUKAW
POLYURETHANE HOSE

WENTILQCIONNYE RUKAWA
VENTILATION HOSES

Tip
Type

Wnutrennij
diametr
ø i.d.
mm

R min.
mm/mm

Rabo^ee dawlenie
Working press.
kPa/kPa

PURTEK 075
PURTEK 082
PURTEK 090
PURTEK 102
PURTEK 115
PURTEK 121
PURTEK 127
PURTEK 140
PURTEK 152
PURTEK 160
PURTEK 180
PURTEK 203
PURTEK 254
PURTEK 305
PURTEK 354
PURTEK 400

30
20
20
20
10
10
10
10
10
10
8
8
5
3
2
1

38
40
45
50
58
60
65
70
75
80
90

100
125
150
180
200

75
82
90

102
115
121
127
140
152
160
180
203
254
305
354
400

0,42
0,46
0,51
0,57
0,64
0,67
0,71
0,78
0,85
0,89
1,01
1,14
1,34
1,71
1,97
2,25

15
12
10
10
10
9
8
7
7
6
6
5
4
3
2
1

10
10
10
10
10
10
10
10
10
10
10
10
10
10
6
6

PUR-TEK hoses does not include heavy metals,
chlorines, halogens or softeners.

Primenenie:
Swerhgibkij, iznosostojkij
poliuretanowyj rukaw, movet
svimatxsq. Prednazna^en dlq
transportirowki izmelx^ennyh
materialow i gazoobraznyh we]estw.
Naprawlenie potoka l@boe.
Temperatura rabotosposobnosti:
 -30° ... +80° C
Konstrukciq:
Material: poliuretan, armirowannyj
stalxnoj spiralx@
Cwet: prozra^nyj
Tol]ina stenok:  0,6 mm ±0,1

W sostawe rukawow PUR-TEK net tqvelyh metallow,
hlora, galogenow i razmqg^itelej.

Dlina got. izdeliq
Manufacturing length
m/m

Wes
kg/m
Weight
kg/m

Applications:

Very flexible, wear resistant and
compressable polyurethane hose for
transport of wearing granulate and gaseous
materials. Direction of flow is free.

Service temperature: -30° ... +80° C
Construction:
Material: polyurethane reinforced with
steel spiral
Colour: transparent
Wall thickness: 0,6 mm ±0,1

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Wakuum
Vacuum
max.
kPa/kPa
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- Razmer upakowki 1/3
   ot dliny izdeliq



WENTILQCIONNYE RUKAWA
VENTILATION HOSES

VENT
WENTILQCIONNYJ RUKAW
PROMY{LENNOGO NAZNA~ENIQ
VENTILATION HOSE FOR INDUSTRY

Primenenie:
Wentilqcionnyj rukaw dlq ispolxzowaniq
w \kstremalxnyh uslowiqh.
Temperatura rabotosposobnosti:
-40...+80°C

Konstrukciq:
Wnutrennij sloj: ^ernyj SBR,
iznosostojkij, gladkaq powerhnostx
Armatura: HB-material s CR
podkladkoj i stalxnaq spiralx
Werh: gofrirowannaq powerhnostx

Applications:

Ventilation hose for hard conditions.

Service temperature: -40...+80°C
Construction:
Tube: black SBR, wear resistant, smooth finish
Reinforcement: cotton material with CR lining
and steel spiral.
Corrugated cover.

Tip
Type

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Dlina manvety
Cuff length
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

VENT 040
VENT 050
VENT 063
VENT 075
VENT 090
VENT 100
VENT 115
VENT 125
VENT 150
VENT 200
VENT 250
VENT 300

40
50
63
76
90
102
115
127
152
203
253
300

46
56
69
82
96
108
121
132
158
211
261
308

60
70
90
110
120
130
150
180
300
290
320
400

-
-
-
-
-
-
-
-
-
40
40
40

0,33
0,50
0,57
0,70
0,82
0,90
1,05
1,15
1,40
2,65
3,32
3,95

20
20
20
20
20
20
20
20
20
6
6
6

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Wnutrennij
diametr
Ø i.d.
mm/mm
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WENTILQCIONNYE RUKAWA
VENTILATION HOSES

VENT-PA
RUKAW DLQ WYHLOPNYH GAZOW
EXHAUST GAS HOSE

Primenenie:
Legkij, namatywa@]ijsq na katu[ku
rukaw dlq wyhlopnyh gazow, movet
ispolxzowatxsq kak wentilqcionnyj rukaw.
Temperatura rabotosposobnosti:
-40...+160°C, w te^enie neprodolvitelxnogo
wremeni +180°C

Konstrukciq:
Wnutrennij sloj: prorezinennaq
ERDM tkanx
Armatura: poli\ster spiralx

Applications:

Light, reelable exhaust gas hose, suitable also
as a ventilation hose.

Service temperature: -40...+160°C,
temporarily +180°C
Construction:
Tube: with EPDM rubberized fabric
Reinforcement: polyester spiral

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade  • Stock item Po zakazu • On request

50
63
76
102
127
152
203

-
-
-
-
-
-
-

40
50
60
70
80
90
175

0,01
0,01
0,01
0,01
0,005
0,005
0,005

VENTPA 050
VENTPA 063
VENTPA 075
VENTPA 100
VENTPA 125
VENTPA 150
VENTPA 200

0,45
0,58
0,80
0,95
1,20
1,60
2,20

10
10
10
10
10
10
10

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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SOEDINITELXNYE RUKAWA
CONNECTING HOSES

FLANCY DLQ SOEDINITELXNYH RUKAWOW
Flanges for connecting hoses

Tip
Type

Razmer
Size

LAIPNS 125
LAIPNS 150
LAIPNS 200
LAIPNS 250
LAIPNS 300
LAIPNS 350
LAIPNS 400
LAIPNS 500

Tip
Type

Razmer
Size

NS 125
NS 150
NS 200
NS 250
NS 300
NS 350
NS 400
NS 500

LAIPNS 020
LAIPNS 025
LAIPNS 032
LAIPNS 040
LAIPNS 050
LAIPNS 065
LAIPNS 080
LAIPNS 100

NS 20
NS 25
NS 31
NS 40
NS 50
NS 65
NS 80
NS 100

KOMPENSATORY • Compensators

Soedinitelxnye rukawa - \to rukawa, ime@]ie
rezinowye flancy s obeih storon i
prednazna^ennye dlq sniveniq nagruzok i
nejtralizacii teplowogo ras[ireniq, a takve
dlq obleg^eniq montava. Oni mogut bytx
ispolxzowany kak iznosostojkie truby i
trubnye soedineniq, ili kak doziru@]ie i
reguliru@]ie klapany.

Razmery flancew sootwetstwu@t trebowaniqm
standarta DIN 2642 NP 10 = SFS 2170 NP 10.

Wozmovna postawka flancew drugih razmerow
po zakazu.

Soedinitelxnye rukawa, kak prawilo,
postawlq@tsq bez boltowyh otwerstij, no w
slu^ae neobhodimosti otwerstiq mogut bytx
proswerleny.

Dopustimye
deformacii rastqveniq:
Flancy prqmyh soedinitelxnyh rukawow ne
dopuska@t deformacij rastqveniq.
Truboprowod dolven bytx sproektirowan takim
obrazom, ^toby  soedinitelxnyj rukaw ne byl
podwerven ni deformacii rastqveniq, ni
dawleni@.

Connecting hoses are hoses which have a rubber
flange at each end and are to absorb, to neutralize
tension and heat expansion and to facilitate
installation. They may be used as a hardwearing
pipes and pipe joints and as dosage and regulation
valves.

Dimensions of the flanges meet requirements of
standard DIN 2642 NP 10 = SFS 2170 NP 10.

We deliver steelflanges also with other dimensions
according to customer’s need.

Connecting hoses are generally supplied without
bolt holes but holes may be drilled in flanges on
request.

Toleration of tensile strain:
Connecting hoses do not tolerate any tensile strain.
The piping must be installed and supported in such
a way that no tensile strain or pressure can
influence on the connecting hose.

Drugie razmery po zakazu • Other dimensions on request

Estx na sklade • Stock item
Po zakazu • On request

d

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Dopustimye otkloneniq:
-w osewom naprawlenii +/- 10% ot nominalxnoj dliny ( L )
-w radialxnom naprawlenii 0,03 h wnutrennij diametr ( Ø d )
-uglowye otkloneniq max 5°

Allowable deviations caused by the process:
-in the axle direction ±10% of the nominal length (L)
-in the radius direction 0,03 x inner diameter (Ød)
-angular variation max 5°

PORAUS 020-080
PORAUS 100-200
PORAUS 250-400
PORAUS 500-
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SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LCS/LCE
KOMPENSATOR
COMPENSATOR

Applications:

Primenenie:
Ispolxzuetsq dlq kompensacii teplowogo
ras[ireniq w truboprowodah, sniveniq
[uma i wibracij.

Temperatura rabotosposobnosti:
LCS: max +90°C
LCE: max +100°C

Konstrukciq:
Rezina:  LCS=NBR, LCE=EPDM
Armatura: tekstilx
Prime^anie:  Rukawa postawlq@tsq s
flancami iz ocinkowannoj stali,
DIN 2642 NP10, pri wnutrennem diametre
≥ 125 mm - s dwumq obrezinennymi
opornymi wtulkami, kotorye
ustanawliwa@tsq mevdu rukawom i
flancem truboprowoda. Tolxko ispolxzuq
opornye wtulki wy obespe^ite primenenie
rukawow w soprqvenii s razli^nymi
widami flancew truboprowodow.

Nominalxnyj
razmer
Nominal size
mm/mm

Dlina
Length
mm/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

 Gibkostx  • Flexibility

osewaq
Axial
mm/mm

bokowaq
Lateral
mm/mm

Mah uglowoe
otklonenie
Max. angular
variation

Tip
Type

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade  • Stock item Po zakazu • On request

30°
25°
25°
20°
15°
10°
10°

±30
±30
±30
±30
±30
±30
±25

±30
±30
±30
±30
±30
±30
±30

1,0
1,0
1,0
1,0
1,0
1,0
1,0

130
130
130
130
130
130
130

80
100
125
150
200
250
300

LCS 10080
LCS 10100
LCS 10125
LCS 10150
LCS 10200
LCS 10250
LCS 10300

LCE 10080
LCE 10100
LCE 10125
LCE 10150
LCE 10200
LCE 10250
LCE 10300

80
100
125
150
200
250
300

130
130
130
130
130
130
130

1,0
1,0
1,0
1,0
1,0
1,0
1,0

±30
±30
±30
±30
±30
±30
±30

±30
±30
±30
±30
±30
±30
±25

30°
25°
25°
20°
15°
10°
10°

Used for compensating thermal expansion in
pipelines, as well as attenuation of noise and
vibrations.

Service temperatures:
LCS hoses, max. +90°C
LCE hoses, max. +100°C
Construction:
Rubber quality: LCS=NBR, LCE=EPDM
Reinforcement: textile
Note! Hoses are delivered with backing flanges of
zinced steel, DIN 2642 NP10, and two rubberized
support sleeves are included when i.d. ≥ 125 mm.
Support sleeves are installed between hose and
facing flange. Only by using support sleeves you
can ensure applicability of hoses with different types
of facing flanges.

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

08
/0

2



Applications:

Hoses are used to absorb vibration in the pipe-
line.

Service temperature:
LFR hoses: +70°C
LFS hoses: +90°C

Construction:
LFR hoses: cover/tube NR
LFS hoses: cover/tube NBR, oil resistant
Reinforcement: textile

Primenenie:
Ispolxzu@tsq dlq poglo]eniq wibracii
w truboprowodah.

Temperatura rabotosposobnosti:
LFR: max +70°C
LFS: max +90°C

Konstrukciq:
LFR: werh./wnutr. sloj - NR
LFS:  werh./wnutr. sloj - NBR,
maslostojkij
Armatura: tekstilx

SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LFR/LFS
45° FLANCEWYE OTWODY
45° FLANGED HOSE CURVES

45°

b b

h

Ø
  d

u

Ø
 d

R

Ø
  D

Tip
Type

Ø d
mm

Ø du
mm

Ø D
mm

h
mm

b
mm

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Razmery • Dimensions Rabo^ee
dawlenie
Working press.
MPa/MPa

LFS 10050
LFS 10063
LFS 10075
LFS 10100
LFS 10150
LFS 06200
LFS 06250
LFS 06300
LFS 06400
LFS 06500
LFS 06600

LFR 10050
LFR 10063
LFR 10075
LFR 10100
LFR 10150
LFR 06200
LFR 06250
LFR 06300
LFR 06400
LFR 06500
LFR 06600

50
63
75
100
150
200
250
300
400
500
600

72
85
97
130
180
236
284
336
440
540
640

10
10
12
13
15
16
16
16
16
16
16

150
165
175
200
250
300
350
400
500
600
700

1,0
1,0
1,0
1,0
1,0
0,6
0,6
0,6
0,6
0,6
0,6

165
188
198
220
285
340
395
445
565
670
780

50
63
75
100
150
200
250
300
400
500
600

72
85
97
130
180
236
284
336
440
540
640

10
10
12
13
15
16
16
16
16
16
16

150
165
175
200
250
300
350
400
500
600
700

1,0
1,0
1,0
1,0
1,0
0,6
0,6
0,6
0,6
0,6
0,6

165
188
198
220
285
340
395
445
565
670
780

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:

Hoses are used to absorb vibration in the pipe-
line.

Service temperature:
LGR hoses: +70°C
LGS hoses: +90°C

Construction:
LGR hoses: cover/tube NR
LGS hoses: cover/tube NBR, oil resistant
Reinforcement: textile

Primenenie:

Ispolxzu@tsq dlq poglo]eniq
wibracii w truboprowodah.

Temperatura
rabotosposobnosti:
LGR: max +70°C
LGS: max +90°C

Konstrukciq:
LGR: werh./wnutr. sloj - NR
LGS: werh./wnutr. sloj - NBR,
maslostojkij
Armatura: tekstilx

SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LGR/LGS
90° FLANCEWYE OTWODY
90° FLANGED HOSE CURVES

Ø
D

Ø
d

Ødu

h
b

90
°

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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LGS 10050
LGS 10063
LGS 10075
LGS 10100
LGS 10125
LGS 10150
LGS 06200
LGS 06250
LGS 06300
LGS 06350
LGS 06400
LGS 06450
LGS 06500

LGR 10050
LGR 10063
LGR 10075
LGR 10100
LGR 10125
LGR 10150
LGR 06200
LGR 06250
LGR 06300
LGR 06350
LGR 06400
LGR 06450
LGR 06500

50
63
75

100
125
150
200
250
300
350
400
450
500

50
63
75

100
125
150
200
250
300
350
400
450
500

72
85
97

130
155
180
236
284
336
390
440
490
540

10
10
12
13
16
15
16
16
16
16
16
16
16

150
165
175
200
255
250
300
350
400
450
500
550
600

1,0
1,0
1,0
1,0
1,0
1,0
0,6
0,6
0,6
0,6
0,6
0,6
0,6

165
185
195
220
253
285
340
395
445
505
565
615
670

72
85
97

130
155
180
236
284
336
390
440
490
540

10
10
12
13
16
15
16
16
16
16
16
16
16

150
165
175
200
225
250
300
350
400
450
500
550
600

1,0
1,0
1,0
1,0
1,0
1,0
0,6
0,6
0,6
0,6
0,6
0,6
0,6

165
185
195
220
253
285
340
395
445
505
565
615
670

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

Tip
Type Ø d

mm
Ø du
mm

Ø D
mm

h
mm

b
mm

Razmery • Dimensions Rabo^ee
dawlenie
Working press.
MPa /MPa



Applications:

Straight connecting hoses are used to absorb
vibration in the pipeline.

Service temperature:
LHR hoses: +70°C
LHS hoses: +90°C

Construction:
LHR hoses: cover/tube NR
LHS hoses: cover/tube NBR, oil resistant
Reinforcement: textile

Primenenie:
Ispolxzu@tsq dlq poglo]eniq
wibracii w truboprowodah.

Temperatura rabotosposobnosti:
LHR: max +70°C
LHS: max +90°C

Konstrukciq:
LHR: werh./wnutr. sloj - NR
LHS: werh./wnutr. sloj - NBR,
maslostojkij
Armatura: tekstilx

SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LHR/LHS
PRQMYE SOEDINITELXNYE NAPORNYE RUKAWA
STRAIGHT CONNECTING HOSES FOR PRESSURE

ØD
Ød

Ødu

L

h

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item
Po zakazu • On request

20
25
32
50
63
75
80
100
125
150
175
200
250
300
350
400
500

20
25
32
50
63
75
80
100
125
150
175
200
250
300
350
400
500

33
40
52
67
79
91
103
121
149
174
195
226
276
330
380
432
532

33
40
52
67
79
91
103
121
149
174
195
226
276
330
380
432
532

108
115
142
165
185
195
200
220
250
285
300
340
395
445
505
565
670

108
115
142
165
185
195
200
220
250
285
300
340
395
445
505
565
670

10
10
10
10
10
12
12
13
14
15
15
16
16
16
16
16
16

10
10
10
10
10
12
12
13
14
15
15
16
16
16
16
16
16

200
200
200
200
200
200
200
200
200
200
200
200
200
200
200
200
200

200
200
200
200
200
200
200
200
200
200
200
200
200
200
200
200
200

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0

LHR 10020
LHR 10025
LHR 10032
LHR 10050
LHR 10063
LHR 10075
LHR 10080
LHR 10100
LHR 10125
LHR 10150
LHR 10175
LHR 10200
LHR 10250
LHR 10300
LHR 10350
LHR 10400
LHR 10500

LHS 10020
LHS 10025
LHS 10032
LHS 10050
LHS 10063
LHS 10075
LHS 10080
LHS 10100
LHS 10125
LHS 10150
LHS 10175
LHS 10200
LHS 10250
LHS 10300
LHS 10350
LHS 10400
LHS 10500

Tip
Type

Razmery • Dimensions

ø d
mm
/mm

ø du
mm/
/mm

ø D
mm
/mm

ø h
mm
/mm

L
mm
/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

08
/0

2



Applications:

Straight connecting hoses are used to absorb
vibration in the pipeline.

Service temperature:
LIR hoses: max +70°C
LIS hoses: max +90°C

Construction:
LIR hoses: cover/tube NR
LIS hoses: cover/tube NBR, oil resistant
Reinforcement: textile and steel spiral

Primenenie:
Ispolxzu@tsq dlq poglo]eniq
wibracii w truboprowodah.
Temperatura rabotosposobnosti:
LIR: max +70°C
LIS: max +90°C

Konstrukciq:
LIR: werh./wnutr. sloj - NR
LIS: werh./wnutr. sloj - NBR,
maslostojkij
Armatura: tekstilx i stalxnaq spiralx

SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LIR/LIS
PRQMYE SOEDINITELXNYE RUKAWA DLQ
ISPOLXZOWANIQ PRI NIZKOM DAWLENII
STRAIGHT CONNECTING HOSES FOR VACUUM

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item
Po zakazu • On request

Tip
Type

 Razmery • Dimensions

ø d
mm

ø du
mm

ø D
mm

ø h
mm

L
mm

Maks. wakuum
Max. vacuum
MPa/MPa

LIR 050
LIR 063
LIR 075
LIR 080
LIR 100
LIR 125
LIR 150
LIR 175
LIR 200
LIR 250
LIR 300
LIR 350
LIR 400
LIR 500

LIS 050
LIS 063
LIS 075
LIS 080
LIS 100
LIS 125
LIS 150
LIS 175
LIS 200
LIS 250
LIS 300
LIS 350
LIS 400
LIS 500

50
63
75
80
100
125
150
175
200
250
300
350
400
500

50
63
75
80
100
125
150
175
200
250
300
350
400
500

67
79
91
103
121
149
174
195
226
276
330
380
432
532

67
79
91
103
121
149
174
195
226
276
330
380
432
532

165
185
195
200
220
250
285
300
340
395
445
505
565
670

165
185
195
200
220
250
285
300
340
395
445
505
565
670

10
10
12
12
13
14
15
15
16
16
16
16
16
16

10
10
12
12
13
14
15
15
16
16
16
16
16
16

200
200
200
200
200
200
200
200
200
200
200
200
200
200

200
200
200
200
200
200
200
200
200
200
200
200
200
200

0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08

0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08

ØD
Ød

Ødu

L

h

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com
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Applications:

Compensators are used to eliminate slow and
slight heat expansions in the pipeline.

Service temperature:
LPR hoses: max +70°C
LPS hoses: max +90°C

Construction:
LPR hoses: cover/tube NR
LPS hoses: cover/tube NBR, oil resistant
Reinforcement: textile

Primenenie:
Ispolxzu@tsq dlq nejtralizacii
postepennyh i nezna^itelxnyh teplowyh
ras[irenij w truboprowodah.
Temperatura rabotosposobnosti:
LPR: max +70°C
LPS: max +90°C

Konstrukciq:
LPR: werh./wnutr. sloj - NR
LPS: werh./wnutr. sloj - NBR,
maslostojkij
Armatura: tekstilx i stalxnaq spiralx

SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LPR/LPS
NAPORNYE KOMPENSATORY
COMPENSATORS FOR PRESSURE

ØD
Ød

Ødu

L

h

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade  • Stock item
Po zakazu • On request

Tip
Type

Razmery • Dimensions

ø d
mm

ø du
mm

ø D
mm

ø h
mm

L
mm

25
32
50
63
75
100
125
150
200
250
300
350
400
500

25
32
50
63
75
100
125
150
200
250
300
350
400
500

41
50
68
84
94
132
155
181
234
281
333
384
443
545

41
50
68
84
94
132
155
181
234
281
333
384
443
545

115
140
165
185
200
220
250
285
340
395
445
505
565
700

115
140
165
185
200
220
250
285
340
395
445
505
565
700

12
12
15
15
17
17
17
19
19
19
22
22
25
25

12
12
15
15
17
17
17
19
19
19
22
22
25
25

200
200
200
220
220
220
220
240
280
300
320
320
340
340

200
200
200
220
220
220
220
240
280
300
320
320
340
340

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
0,6
0,6
0,6
0,6
0,6
0,6

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
0,6
0,6
0,6
0,6
0,6
0,6

LPR 10025
LPR 10032
LPR 10050
LPR 10063
LPR 10075
LPR 10100
LPR 10125
LPR 10150
LPR 06200
LPR 06250
LPR 06300
LPR 06350
LPR 06400
LPR 06500

LPS 10025
LPS 10032
LPS 10050
LPS 10063
LPS 10075
LPS 10100
LPS 10125
LPS 10150
LPS 06200
LPS 06250
LPS 06300
LPS 06350
LPS 06400
LPS 06500

Rabo^ee
dawlenie
Working press.
MPa /MPa

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:

Valve hoses are used in consentration plant,
paper and cellulose mills as dosage and
regulation valves. The hoses require a metal
choke device when used as a valve.

Service temperature:
LSR hoses: max +70°C
LSS hoses: max +90°C

Construction:
LSR hoses: cover/tube NR
LSS hoses: cover/tube NBR, oil resistant
Reinforcement: textile

ØD
Ød

Ødu

L

h

Po zakazu rukawa postawlq@tsq s u[kami dlq
razvimaniq.
On request hoses will be delivered with release auricles.

Primenenie:

Ispolxzu@tsq na obogatitelxnyh
fabrikah i cell@lozno-bumavnyh
kombinatah w ka^estwe doziru@]ih i
reguliru@]ih klapanow.
Pri ispolxzowanii rukawow w ka^estwe
klapanow neobhodimo metalli^eskoe
drosselxnoe ustrojstwo.

Temperatura rabotosposobnosti:
LSR: max +70°C
LSS: max +90°C

Konstrukciq:
LSR: werh./wnutr. sloj - NR
LSS: werh./wnutr. sloj - NBR,
maslostojkij.
Armatura: tekstilx

SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LSR/LSS
KLAPANNYE RUKAWA
VALVE HOSES

50
100
150
200
250

67
121
174
226
276

10
13
15
16
16

210
360
415
610
700

0,6
0,6
0,6
0,6
0,6

165
220
285
340
395

50
100
150
200
250

67
121
174
226
276

10
13
15
16
16

210
360
415
610
700

0,6
0,6
0,6
0,6
0,6

LSS 06050
LSS 06100
LSS 06150
LSS 06200
LSS 06250

165
220
285
340
395

LSR 06050
LSR 06100
LSR 06150
LSR 06200
LSR 06250

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Tip
Type

Razmery • Dimensions

ø d
mm

ø du
mm

ø D
mm

ø h
mm

L
mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:

Hoses are used to absorb vibration
in the pipeline.

Service temperature:
LTR-hoses: +70°C
LTS-hoses: +90°C
Construction:
LTR hoses: cover/tube NR
LTS hoses: cover/tube NBR, oil resistant
Reinforcement: textile

Primenenie:
Ispolxzu@tsq dlq poglo]eniq wibracii
w truboprowodah.
Temperatura rabotosposobnosti:
LTR: max +70°C
LTS: max +90°C

Konstrukciq:
LTR: werh./wnutr. sloj - NR
LTS: werh./wnutr. sloj - NBR,
maslostojkij
Armatura: tekstilx

SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LTR/LTS
FLANCEWYE TROJNIKI
FLANGED T-BRANCH

Ø
 d

L

h

b

Ø
 d

u
Ø

 D

Tip
Type

Ø d
mm

Ø du
mm

Ø D
mm

h
mm

b
mm

L
mm

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Razmery • Dimensions Rabo^ee
dawlenie
Working press.
MPa/MPa

25
32
40
50
63
75
100
125
150
200
250
300
350
400
500

47
50
62
72
85
96
130
155
180
236
284
336
390
440
542

10
12
10
10
12
12
13
16
15
16
16
16
16
16
16

150
150
150
150
175
175
200
225
250
300
350
400
450
500
600

300
300
300
300
350
350
400
450
500
600
700
800
900
1000
1200

LTR 10025
LTR 10032
LTR 10040
LTR 10050
LTR 10063
LTR 10075
LTR 10100
LTR 10125
LTR 10150
LTR 06200
LTR 06250
LTR 06300
LTR 06350
LTR 06400
LTR 06500

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
0,6
0,6
0,6
0,6
0,6
0,6

115
140
153
165
195
199
220
253
285
340
395
445
505
565
672

47
50
62
72
85
96
130
155
180
236
284
336
390
440
542

10
12
10
10
12
12
13
16
15
16
16
16
16
16
16

150
150
150
150
175
175
200
225
250
300
350
400
450
500
600

300
300
300
300
350
350
400
450
500
600
700
800
900
1000
1200

LTS 10025
LTS 10032
LTS 10040
LTS 10050
LTS 10063
LTS 10075
LTS 10100
LTS 10125
LTS 10150
LTS 06200
LTS 06250
LTS 06300
LTS 06350
LTS 06400
LTS 06500

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
0,6
0,6
0,6
0,6
0,6
0,6

115
140
153
165
195
199
220
253
285
340
395
445
505
565
672

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

25
32
40
50
63
75
100
125
150
200
250
300
350
400
500
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SOEDINITELXNYE RUKAWA
COUPLING HOSES

LTW
KOMPENSATOR
COMPENSATOR

Primenenie:
Kompensatory sproektirowany
specialxno dlq podwivnyh sostawow,
transportiru@]ih benzin.
Temperatura rabotosposobnosti:
-35...+100 °C

Konstrukciq:
Wnutrennij sloj: NBR
Armatura: tekstilx
Werh: ECO
Rukawa postawlq@tsq s flancami w
sootwetstwii s DIN 28460. Flancy
izgotowleny iz al@miniq w sootwetstwii
s DIN 1725. |lektri^eskoe
soprotiwlenie naruvnogo pokrytiq
103-106 Ω.

Applications:
Compensators are designed especially for
transport equipment of gasoline.

Service temperature: -35...+100 °C
Construction:
Tube: NBR
Cover: ECO
Reinforcement: textile
Material of flanges aluminium according to
DIN 1725. Couplingsdimensions according
to DIN 28460. Electrical resistance of cover
103-106 Ω.

Nominalxnyj
razmer
Nominal size
mm/mm

Dlina
Length
mm/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

Gibkostx • Flexibility

osewaq
Axial
mm/mm

bokowaq
Lateral
mm/mm

Mah uglowoe
otklonenie
Max. angular
variation

130
130

80
100

1,0
1,0

±30
±30

±30
±30

30°
25°

LTW 10080
LTW 10100

Tip
Type

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:
Compensators are used to eliminate slow and
slight heat expansions in the pipeline.

Service temperature:
LUR hoses: max +70°C
LUS hoses: max +90°C

Construction:
LUR hoses: cover/tube NR
LUS hoses: cover/tube NBR, oil resistant
Reinforcement: textile and steel spiral

Primenenie:
Ispolxzu@tsq dlq nejtralizacii
postepennyh i nezna^itelxnyh teplowyh
ras[irenij w truboprowodah.
Temperatura rabotosposobnosti:
LUR: max +70°C
LUS: max +90°C

Konstrukciq:
LUR: werh./wnutr. sloj - NR
LUS: werh./wnutr. sloj - NBR,
maslostojkij
Armatura: tekstilx i stalxnaq spiralx

SOEDINITELXNYE RUKAWA
CONNECTING HOSES

LUR/LUS
KOMPENSATORY DLQ ISPOLXZOWANIQ
PRI NIZKOM DAWLENII
COMPENSATORS FOR VACUUM

ØD
Ød

Ødu

L

h

Tip
Type Ø d mm Ø du mm Ø D mm h mm L mm

Maks. wakuum
Vacuum max
MPa /MPa

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

 Razmery• Dimensions

50
63
75
100
125
150
200
250
300
350
400
500

68
84
94
132
155
181
234
281
333
384
443
545

165
185
200
220
250
285
340
395
445
505
565
700

15
15
17
17
17
19
19
19
22
22
25
25

LUR 050
LUR 063
LUR 075
LUR 100
LUR 125
LUR 150
LUR 200
LUR 250
LUR 300
LUR 350
LUR 400
LUR 500

0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07

200
220
220
220
220
240
280
300
320
320
340
340

LUS 050
LUS 063
LUS 075
LUS 100
LUS 125
LUS 150
LUS 200
LUS 250
LUS 300
LUS 350
LUS 400
LUS 500

50
63
75
100
125
150
200
250
300
350
400
500

68
84
94
132
155
181
234
281
333
384
443
545

165
185
200
220
250
285
340
395
445
505
565
700

15
15
17
17
17
19
19
19
22
22
25
25

200
220
220
220
220
240
280
300
320
320
340
340

0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07
0,07

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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501TTransportirowka granulirowannyh
plastmass, zerna, wody i pi]ewyh
produktow.
Temperatura rabotosposobnosti:
 -10...+60°C
Konstrukciq:
Wnutrennij sloj: prozra^nyj PVC
s gladkoj powerhnostx@
Armatura: stalxnaq spiralx
Werh: prozra^nyj PVC
s gladkoj powerhnostx@

Primenenie:

NAPORNO–WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

Applications:

Transport of plastic granulate, corn, water and
foodstuff.

Service temperature: -10...+60°C

Construction:
Tube: transparent, smooth PVC
Reinforcement: steel wire
Cover: transparent, smooth PVC

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Greece - GRECIQ

501T 019
501T 025
501T 032
501T 038
501T 040
501T 050
501T 063
501T 076
501T 102

Tip
Type

Wnutrennij
diametr
Ø  i.d.
mm/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wakuum
Vacuum
MPa/MPa

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

50
50
50
50
50
50
50
50
30

0,09
0,09
0,09
0,09
0,09
0,09
0,08
0,08
0,08

1,20
1,10
0,95
0,80
0,80
0,70
0,60
0,40
0,30

19
25
32
38
40
50
63
76
102

40
50
60
80
80

100
130
150
200

0,33
0,52
0,66
0,80
0,95
1,30
1,80
2,30
3,65

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Tehni^eskie pokazateli izmereny pri +23 ±2°C
Technical values measured +23 ±2°C
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HAKO
WSASYWA`}IJ RUKAW
SUCTION HOSE

RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

Applications:

Very flexible suction hose for street sweeper
machines.

Service temperature: -40...+80°C

Construction:
Tube: black NR, wear resistant
Reinforcement: textile and steel spiral
Cover: black CR
Corrugated tube and cover.

HAKO 152
HAKO 203/1,1
HAKO 203/3,6
HAKO 253
HAKO 267

Tip
Type

Wnutrennij
diametr
ø i.d.
mm/mm

R min.
mm/mm

Wes kg/[t
Weight
kg/kpl

Dlina
Length
m/m

13,2
6,0

19,6
11,6
14,3

160
170
170
190
200

152
203
203
253
267

3,3
1,1
3,6
1,6
1,7

ø 152x100
ø 203x100
ø 203x100
ø 253x100
ø 280x100

Manvety s oboih koncow
Cuffs in both ends

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Swerhgibkij wsasywa@]ij rukaw dlq
uli^nyh uboro^nyh ma[in.
Temperatura rabotosposobnosti:
-40...+80 °C
Konstrukciq:
Wnutrennij sloj:  ^≤rnyj NR,
iznosostojkij
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj CR
Gofrirowannaq wnutrennqq i wne[nqq
powerhnostx.

Primenenie:

06
/0
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RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

LAS
NAPORNYJ RUKAW
PRESSURE HOSE

Primenenie:
Peskostrujnyj rukaw.  Movet
ispolxzowatxsq dlq poda^i betona.
Temperatura
rabotosposobnosti: -40...+80°C

Konstrukciq:
Wnutrennij sloj: ^ernyj NR,
iznosostojkij
Armatura: tekstilx
Werh: ^ernyj SBR, iznosostojkij
Faktor bezopasnosti: 4

Applications:
Sand blast hose. Can also be used as a
concrete placement hose.

Service temperature: -40...+80°C

Construction:
Tube: black NR, wear resistant
Reinforcement: textile
Cover: black SBR, wear resistant
Safety factor: 4

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes
kg/m
Weight
kg/m

Dlina
Length
m/m

LAS 10020
LAS 10025
LAS 10032
LAS 10040
LAS 10050

19
25
32
40
50

36
42
49
57
70

60
100
130
170
220

-
-
-
-
-

1,0
1,0
1,0
1,0
1,0

0,80
0,97
1,22
1,37
2,16

40
40
40
40
40

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item  Po zakazu • On request
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RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

LKK
NAPORNYJ RUKAW
PRESSURE HOSE

Primenenie:
Dlq transportirowki granulirowannyh
materialow.

Temperatura rabotosposobnosti:
-40...+80°C

Konstrukciq:
Wnutrennij sloj: kori^newyj NR,
iznosostojkij
Armatura: tekstilx
Werh: ^ernyj SBR, iznoso-
i pogodostojkij
Faktor bezopasnosti: 3,2
Rukaw snabven zazemlq@]im prowodom.

Applications:
For transport of wearing granulate materials.

Service temperature: -40...+80°C

Construction:
Tube: brown NR, wear resistant
Reinforcement: textile
Cover: black SBR, wear and weather resistant
Safety factor: 3,2
The hose is provided with an earth wire.

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

LKK 05063
LKK 05075
LKK 05090
LKK 05100
LKK 05115
LKK 05125
LKK 05150
LKK 05200

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

63
76
90
102
115
127
152
203

79
92
106
118
131
143
168
219

-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-

0,5
0,5
0,5
0,5
0,5
0,5
0,5
0,5

1,80
2,15
2,50
2,75
3,10
3,50
4,10
5,40

40
40
40
40
40
40
40
12

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

LKT
NAPORNO-WSASYWA`}IJ RUKAW
SUCTION-PRESSURE HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item  Po zakazu • On request

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

76
90
102
115
127
152
203

96
109
121
134
146
172
226

200
240
290
310
350
600
700

0,09
0,09
0,09
0,09
0,09
0,09
0,09

0,5
0,5
0,5
0,5
0,5
0,5
0,5

3,00
3,80
4,20
5,00
5,45
7,36
9,85

40
40
40
20
20
20
12

Yellow
marking
tape

Blue
marking
tape

SUCTION  AND
PRESSURE HOSE

LKT 050
LKT 063
LKT 075
LKT 090
LKT 100
LKT 115
LKT 125
LKT 150
LKT 200

50
63
76
90
102
115
127
152
203

66
79
92
107
119
132
144
170
223

0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09

-
-
-
-
-
-
-
-
-

1,50
1,80
2,20
2,40
3,30
3,60
4,20
5,00
9,17

100
130
150
160
170
220
250
300
500

40
40
40
40
40
20
20
20
12

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Veltaq
mark.
lenta

Sinqq
mark-
lenta

Applications:

For transport of wearing granulate materials.
Suitable also as hose in centralsuctionsystems.

Service temperature: -40...+80°C

Construction:
Tube: light brown NR, wear resistant
Reinforcement: textile and steel spiral
Cover: black SBR, wear and weather resistant,
corrugated finish.
The hose is provided  with an earth wire.

Primenenie:
Dlq transportirowki granulirowannyh
materialow. Takve ispolxzuetsq w
centralxnyh wytqvnyh sistemah.
Temperatura rabotosposobnosti:
-40...+80°S

Konstrukciq:
Wnutrennij sloj: swetlokori^newyj
NR, iznosostojkij
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj SBR, iznoso- i pogodo-
stojkij, gofrirowannaq powerhnostx.
Rukaw snabven zazemlq@]im prowodom.

Prime-
^anie
NOTE

LKT 05075
LKT 05090
LKT 05100
LKT 05115
LKT 05125
LKT 05150
LKT 05200

WSASYWA`}IJ
RUKAW
SUCTION HOSE

NAPORNO-
WSASYWA`}IJ
RUKAW
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RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

PATU
NAPORNYJ RUKAW
PRESSURE HOSE

Primenenie:
Dlq transportirowki izmelx^ennyh
materialow.
Temperatura rabotosposobnosti:
-40...+80°C

Konstrukciq:
Wnutrennij sloj: ^ernyj SBR,
iznosostojkij
Armatura: tekstilx
Werh: ^ernyj SBR, iznoso-
i pogodostojkij
Faktor bezopasnosti: 3,2
Rukaw snabven zazemlq@]im prowodom.

Applications:
For transport of wearing pulverized material.

Service temperature: -40...+80°C

Construction:
Tube: black SBR, wear resistant
Reinforcement: textile
Cover: black SBR, wear and weather resistant
Safety factor: 3,2
The hose is provided with an earth wire.

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

PATU 05075
PATU 05100
PATU 05125

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

76
102
127

92
117
143

-
-
-

-
-
-

0,5
0,5
0,5

2,45
3,15
3,85

40
40
40

Rabo^ee
dawlenie
Working press.
MPa/MPa

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

TIMO
WSASYWA`}IJ RUKAW
SUCTION HOSE

Applications:

Working hose for central vacuum cleaner
systems in industry, suitable also as hose in
pipeline networks.

Service temperature: -40...+80°C
Construction:
Tube: brown NR, wear resistant
Reinforcement: textile and steel spiral
Cover: black SBR, wear and weather resistant,
corrugated finish
The hose can be grounded by using the steel
spiral.

Primenenie:
Rabo^ij rukaw dlq promy[lennyh
centralxnyh wentilqcionnyh sistem,
movet ispolxzowatxsq w truboprowodnyh
setqh.
Temperatura rabotosposobnosti:
-40....+80°S

Konstrukciq:
Wnutrennij sloj: kori^newyj NR,
iznosostojkij
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj SBR, iznoso- i
pogodostojkij, gofrirowannaq
powerhnostx.
Rukaw movet bytx zazemlen s pomo]x@
sobstwennoj armiru@]ej spirali.

Tip
Type

32
40
45
50
63
76
90
102
115
127
152
203

Wnutrennij
diametr
Ø i.d.
mm/mm

Nar.
diametr
Ø o.d.
mm/mm

R min.
mm /mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

43
51
56
61
76
89
104
116
129
144
167
220

100
100
130
150
160
170
200
210
220
250
370
610

0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09

TIMO 032
TIMO 040
TIMO 045
TIMO 050
TIMO 063
TIMO 076
TIMO 090
TIMO 100
TIMO 115
TIMO 125
TIMO 150
TIMO 200

0,66
0,83
0,93
1,15
1,43
1,74
2,45
2,95
3,23
3,60
4,40
8,23

-
-
-
-
-
-
-
-
-
-
-
-

40
40
40
40
40
40
40
40
20
20
20
6

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request
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TITAN / GRANIT
Temperatura rabotosposobnosti:
-40...+80° C

Konstrukciq:
Wnutrennij sloj: kori^newyj NR,
twerdostx 40 ± 5 ShA, iznosostojkij
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj SBR
Faktor bezopasnosti: 3,2

Service temperature: -40°... +80° C

Construction:
Tube: brown NR, hardness 40 ± 5 ShA,
wear resistant
Reinforcement: textile and steel spiral
Cover: black SBR
Safety factor: 3,2

{LAMOWYJ RUKAW
SLUDGE HOSE

RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

TITAN 050
TITAN 063
TITAN 076
TITAN 080
TITAN 102
TITAN 127
TITAN 152
TITAN 203
TITAN 253
TITAN 300
TITAN 350
TITAN 405

GRANIT 070
GRANIT 080
GRANIT 102
GRANIT 127
GRANIT 152
GRANIT 203
GRANIT 253
GRANIT 300
GRANIT 350
GRANIT 405

50
63
76
80

102
127
152
203
253
305
350
405

70
80

102
127
152
203
253
305
350
405

70
80
98

102
124
154
178
238
291
341
401
452

99
116
136
164
189
246
293
352
407
462

2,40
2,70
3,80
4,26
5,10
6,85
9,06

17,66
20,80
25,90
39,16
43,10

4,60
6,70
7,30
9,00

12,00
18,00
20,60
31,00
41,00

  47,50

120
140
250
250
250
350
650

1200
1500
1500
2000
2300

200
200
400
500
750

1750
2000
2200
2500
3000

0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,05
0,05
0,05
0,05

0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08
0,08

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
0,5
0,5
0,5
0,5

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
0,6

GOFRIROWANNAQ POWERHNOSTX / Corrugated cover

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

40
40
40
40
20
20
20
5

10
10
10
10

40
40
20
20
10
5
5
5
5
5

Tip
Type

Rabo^ee
dawlenie
Working press.
MPa/MPa

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

TITAN

GRANIT
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{tucer Titan / Granit

Titan / Granit coupling

TITAN / GRANIT
{TUCER
COUPLING

RUKAWA DLQ TRANSPORTIROWKI
RAZLI~NYH MATERIALOW
MATERIAL HANDLING HOSES

{tucer Titan / Granit izgotowlen iz
materiala Nyrim, kotoryj
harakterizuetsq sledu@]imi
swojstwami:
-legkij, udelxnyj wes okolo 1
-iznosostojkij i protiwoudarnyj
-ne podwerven korrozii

Uplotnitelx Titan/Granit
-metalli^eskaq osnowa
-pokryt iznosostojkoj rezinoj
Krepev flancew sootwetstwuet
standartam DIN NP 10 i ANSI B 16,5
(150PSI).

Rekomenduemoe maksimalxnoe rabo^ee
dawlenie dlq [tucera:
Ø ≤ 152 mm: 1,0 MPa
Ø =203 mm: 0,4 MPa
Ø =253 mm: 0,2 MPa

Titan and Granit couplings are made of material
called Nyrim, with following properties
-light, specific weight ab.1
-wear and impact resistant
-corrosion free

Titan and Granit gasket
-metall insert
-covered with wear resistant rubber

Flanges drilled according to DIN NP 10
and ANSI B 16.5 (150 PSI).

For coupligs we recommend the following
working pressure Ø ≤ 152 mm : 1.0 MPa
Ø = 203 mm: 0.4 MPa    Ø = 253 mm: 0.2 MPa

{tucer
Coupling

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item  Po zakazu • On request

Uplotnitelx
Gasket

Dlq rukawa
For hose
ø/type/tip

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

TIIV 102
TIIV 127
TIIV 152
TIIV 203
TIIV 253

GRANIT 102
GRANIT 127
GRANIT 152
GRANIT 203
GRANIT 253

GRANS 102
GRANS 127
GRANS 152
GRANS 203
GRANS 253

Soedinenie [lamowyh rukawow TITAN

GRANITTITAN

TITNS 102
TITNS 127
TITNS 152
TITNS 203
TITNS 253

TIIV 102
TIIV 127
TIIV 152
TIIV 203
TIIV 253

TITAN 102
TITAN 127
TITAN 152
TITAN 203
TITAN 253
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TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

KELA
NAPORNYJ RUKAW
PRESSURE HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item  Po zakazu • On request

KELA 045 45 59 270 1,0 1,45 40

Namatywa@]ijsq na katu[ku rukaw dlq
cisternowozow, transportiru@]ih benzin,
dizelxnoe maslo i wodomaslqnu@ \mulxsi@.
Prigoden takve dlq benzina, ne
soderva]ego swinec.
Temperatura rabotosposobnosti:
-30...+100°C

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR,
maslobenzostojkij, gladkaq powerhnostx
Armatura: tekstilx
Werh: ^ernyj NBR/PVC,
maslo- i pogodostojkij,
zazemlq@]ij prowod
Faktor bezopasnosti: 3,5

Primenenie:

Reelable hose for trucks for transport of
gasoline,diesel oil and oil mixed water.
Suitable also for lead-free gasoline.

Service temperature: -30...+100°C

Construction:
Tube: black NBR, fuel and oil resistant,
smooth finish
Reinforcement: textile
Cover: black NBR/PVC, oil and weather
resistant, earth wire
Safety factor: 3,5

Applications:

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:
For transport of oil and oil mixed water.
Suitable also as a waterhose in windscreen
washing system.

Service temperature: -30...+100°C

Construction:
Material: black non-reinforced TPE 715,
hardness 70 ShA

Primenenie:

Dlq masla i wodomaslqnoj \mulxsii.
Ispolxzuetsq takve dlq wody w sisteme
stekloo^istitelej.
Temperatura rabotosposobnosti:
-30...+100°C

Konstrukciq:
Material: ^ernyj nearmirowannyj
TRE 715, twerdostx 70 ShA

TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

LKM
MASLQNYJ RUKAW
OIL HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Rabo^ee dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Wakuum
Vacuum
max.
MPa/MPa

LKM 0204
LKM 02505
LKM 035065
LKM 03509
LKM 045085
LKM 0511
LKM 055095
LKM 0612
LKM 075115

2,0
2,5
3,5
3,5
4,5
5,0
5,5
6,0
7,5

4,0
5,0
6,5
9,0
8,5

11,0
9,5

12,0
11,5

-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-

12
18
29
67
51
93
58
104
75

100
100
100
50
50
50
50
50
50

-
-
-
-
-
-
-
-
-

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:
Suction and pressure hose for transport of fuel.

Service temperature: -40...+100°C

Construction:
Tube: black ECO, gasoline and oil resistant,
frost resistant, smooth finish
Reinforcement: textile and steel spiral
Cover: black CR, oil and weather resistant,
corrugated finish (i.d. 40-50 mm smooth finish),
earth wire
Safety factor: 3

Primenenie:
Naporno-wsasywa@]ij rukaw
dlq transportirowki topliwa.
Temperatura rabotosposobnosti:
-40...+100°C

Konstrukciq:
Wnutrennij sloj: ^ernyj ESO, maslo-
benzostojkij, morozoustoj^iw, gladkaq
powerhnostx
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj CR, maslo- i pogodostojkij,
gofrirowannaq powerhnostx
(wnutr. diametr 40-50 mm - gladkaq
powerhnostx), zazemlq@]ij prowod
Faktor bezopasnosti: 3

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

LOS
NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade  • Stock item Po zakazu • On request

LOS 040
LOS 045
LOS 050
LOS 063
LOS 075
LOS 090
LOS 100

40
45
50
63
76
90
102

53
58
63
76
89
104
116

170
190
200
260
310
360
400

0,09
0,09
0,09
0,09
0,09
0,09
0,09

1,0
1,0
1,0
1,0
1,0
1,0
0,7

1,42
1,44
1,55
2,00
2,40
3,45
3,95

40
40
40
40
40
40
40

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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Applications:
Pressure hose for gasoline, diesel oil and oil
mixed water.

Service temperature: -30...+100°C

Construction:
Tube: black NBR, gasoline and oil resistant,
smooth finish
Reinforcement: textile
Cover: black NBR/PVC, oil and weather resistant,
earth wire
Safety factor: 4 (3 when i.d. 63 and 100 mm)

Primenenie:
Napornyj rukaw dlq  benzina, dizelxnogo
masla i wodomaslqnoj \mulxsii.
Temperatura rabotosposobnosti:
-30...+100°C

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR, maslo-
benzostojkij, gladkaq powerhnostx
Armatura: tekstilx
Werh: ^ernyj NBR/PVC, maslo-
i pogodostojkij, zazemlq@]ij prowod
Faktor bezopasnosti: 4
(3 pri wnutr. diametre 63 i 100 mm)

TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

LOT
NAPORNYJ RUKAW
PRESSURE HOSE

Tip
Type

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

LOT 12008
LOT 12010
LOT 12013
LOT 12016
LOT 12020
LOT 12025
LOT 12032
LOT 12040
LOT 12045
LOT 12050
LOT 12063
LOT 12075
LOT 12090
LOT 12100
LOT 12115
LOT 12125
LOT 12150

8
10
13
16
19
25
32
40
45
50
63
76
90
102
115
127
152

16
18
23
26
29
35
45
54
59
64
76
94
108
119
137
149
176

20
30
40
60
70
110
180
250
270
280
360
400
450
540
630
730
810

1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2

0,19
0,27
0,40
0,45
0,52
0,63
1,10
1,25
1,38
1,50
1,95
3,18
3,70
4,20
5,78
6,34
8,90

40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

08
/0

2



Applications:
Suction and pressure hose for transport of
gasoline, diesel oil, naphta or oil mixed water.

Service temperature: -30...+100°C

Construction:
Tube: black NBR, gasoline and oil resistant,
smooth finish
Reinforcement: textile and steel spiral
Cover: black CR, weather and oil resistant,
smooth finish
Safety factor: 4

Primenenie:
Naporno-wsasywa@]ij rukaw dlq
transportirowki benzina, dizelxnogo
i gor@^ego masel ili wodomaslqnoj
\mulxsii.
Temperatura rabotosposobnosti:
-30...+100°C

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR, maslo-
benzostojkij, gladkaq powerhnostx
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj CR, maslo- i
pogodostojkij, gladkaq powerhnostx
Faktor bezopasnosti: 4

TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

LVU
NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa /MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

LVU 025
LVU 032
LVU 040
LVU 050
LVU 063
LVU 075

25
32
40
50
63
76

37
44
52
63
82
95

160
180
210
220
260
350

0,07
0,07
0,07
0,07
0,07
0,07

1,2
1,2
1,2
1,2
0,8
0,8

0,95
1,15
1,38
1,82
3,40
4,20

40
40
40
40
40
40
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Applications:

Pressure hose for gasoline, diesel oil and oil
mixed water. Suitable also for lead-free gasoline.

Service temperature: -20...+80°C

Construction:
Tube: black NBR, gasoline and oil resistant
Reinforcement: textile
Cover: green NBR/PVC, smooth finish
Safety factor: 3

Primenenie:

Napornyj rukaw dlq transportirowki
benzina, dizelxnogo masla i wodomaslqnoj
\mulxsii. Prigoden takve dlq benzina,
ne soderva]ego swinec.
Temperatura rabotosposobnosti:
-20...+80°C

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR,
maslobenzostojkij
Armatura: tekstilx
Werh: zelenyj NBR/PVC,
gladkaq powerhnostx
Faktor bezopasnosti: 3

TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

LYPO
NAPORNYJ RUKAW
PRESSURE HOSE

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Wakuum
Vacuum
max.
MPa/MPa

LYPO 10005
LYPO 10008
LYPO 10010
LYPO 10013
LYPO 10016
LYPO 10020
LYPO 10025

5
8

10
13
16
19
25

12
15
17
21
24
27
34

35
45
55
70
90

100
130

1,0
1,0
1,0
1,0
1,0
1,0
1,0

0,15
0,19
0,22
0,25
0,30
0,39
0,58

30-50
30-50
30-50
40
40
40
40

-
-
-
-
-
-
-

id 5-10 mm: Italy - ITALIQ
Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Hoses will be delivered according to ready packages.
Lengths varies between 30-50 m.

Rukawa postawlq@tsq w buhtah.
Dlina rukawow ot 30 do 50 m.
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MARI

TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

NAPORNYJ RUKAW
PRESSURE HOSE

Applications:

Pressure hose for transport of gasoline and diesel
oil or oil mixed water. Suitable also for lead-free
gasoline. Fuel filling hose for boats, hoses meet
requirements of standards SFS-EN-ISO 7840-A2
and 8469-B2. CE-approved.

Service temperature: -30 ... +100 °C

Construction:
Tube: black NBR
Reinforcement: Ø < 32 textile / Ø ≥ 32 textile
and steel spiral
Cover: black CR

Napornyj rukaw dpq transportirowki
benzina, dizelxnogo masla i
wodomaslqnoj \mulxsii. Prigoden takve
dlq benzina, ne soderva]ego swinec.
Topliwnyj napornyj rukaw dpq zaprawki
katerow, otwe^aet trebowaniqm
standartow SFS-EN-ISO-7840-A2 i
8469-B2. Imeet SE - markirowku.
Temperatura rabotosposobnosti:
-30...+100°S

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR
Armatura:
Wnutr. diametr < 32 - tekstilx
Wnutr. diametr ≥ 32 - tekstilx i stalxnaq
spiralx
Werh: ^ernyj CR

Primenenie:

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Dlina
Length
m/m

Wes kg/m
Weight
kg/m

Razrywnoe
dawlenie
Bursting pressure
MPa /MPa

Wakuum
Vacuum
max.
MPa/MPa

R min.
mm / mm

Nar.
diametr
Ø o.d.
mm/mm

Wnutrennij
diametr
Ø i.d.
mm/mm

Tip
Type

MARI 008
MARI 010
MARI 013
MARI 016
MARI 020
MARI 025
MARI 032
MARI 038
MARI 040
MARI 045
MARI 050
MARI 063

8
10
12,5
16
20
25
31,5
38
40
45
50
63

18
20
22,5
26
31
37
44,5
51
53
58
63
77

75
80
90
100
120
150
130
150
150
160
170
250

80
80
35
35
35
35
90
90
90
90
90
90

1,36
1,36
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0

0,30
0,33
0,39
0,45
0,57
0,72
1,05
1,20
1,25
1,37
1,50
1,90

40
40
40
40
40
40
40
40
40
40
40
40

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request
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TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

MARINE
RUKAW DLQ WYHLOPNYH GAZOW
EXHAUST GAS HOSE

Applications:

The hoses are approved by Det Norske Veritas
for use in water cooled exhaust systems onboard
boats less than 15 meters.

Service temperature: -30...+120°C

Construction:
Tube: black NBR
Reinforcement: textile and steel spiral
Cover: black CR
Safety factor: 4

R min
mm/mm

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Rukaw dlq wyhlopnyh gazow w sistemah
wodqnogo ohlavdeniq na sudah dlinoj
menee 15 metrow.
Temperatura rabotosposobnosti:
-30 ... +120 °S

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj CR
Faktor bezopasnosti: 4

Primenenie:

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

MARINE 019
MARINE 025
MARINE 032
MARINE 035
MARINE 038
MARINE 040
MARINE 042
MARINE 045
MARINE 050
MARINE 057
MARINE 060
MARINE 063
MARINE 075
MARINE 090
MARINE 102
MARINE 115
MARINE 127
MARINE 152

19
25
32
35
38
40
42
45
50
57
60
63
76
90
102
115
127
152

30
36
44
47
50
52
54
57
62
69
71
74
87
103
113
128
139
166

0,06
0,06
0,06
0,06
0,06
0,06
0,06
0,06
0,04
0,03
0,03
0,03
0,03
0,03
0,03
0,03
0,03
0,03

0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3
0,3

0,73
0,88
1,09
1,15
1,23
1,26
1,33
1,43
1,56
1,73
1,50
1,61
1,88
2,57
3,05
3,5
3,81
5,48

40
40
40
40
40
40
40
40
40
40
40
40
40
40
20
20
20
20

50
60
90
110
120
120
130
130
140
250
250
250
320
360
400
440
450
600

03
/0

3

Wnutr. diametr 057-152 mm-s gofrirowannoj powerhnostx@
I.d 057-152 mm with corrugated surface



Primenenie:
Swerhgibkij naporno-wsasywa@]ij
rukaw dlq masla. Prigoden takve dlq
wozduha, wody i gidrawli^eskogo masla.
Temperatura rabotosposobnosti:
-30...+100°C

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj CR, pogodo- i maslo-
stojkij, gladkaq powerhnostx

TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

MULTI-FUEL
NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

Applications:

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Very flexible suction and pressure hose for oil.
Suitable also for air, water and hydraulics oil.

Service temperature: -30... +100° C

Construction:
Tube: black NBR
Reinforcement: textile and steel spiral
Cover: black CR, weather and oil resistant,
smooth finish

MFUEL 063
MFUEL 075
MFUEL 090
MFUEL 100
MFUEL 115
MFUEL 125

40
40
20
20
20
20

0,6
0,6
0,6
0,6
0,6
0,6

74
87
103
115
129
141

63
76
90
102
115
127

1,68
2,02
3,00
3,65
4,15
4,53

0,03
0,03
0,03
0,03
0,03
0,03

240
320
450
450
450
520

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

R min
mm/mm
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OILER
Primenenie:

NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

Applications:

Swerhgibkij naporno-wsasywa@]ij
rukaw dlq masla. Prigoden takve dlq
wozduha, wody i gidrawli^eskogo masla.
Temperatura rabotosposobnosti:
-30...+100°C

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj CR, pogodo- i
maslostojkij, gladkaq powerhnostx

Very flexible suction and pressure hose for oil.
Suitable also for air, water and hydraulics oil.

Service temperature: -30 ... +100°C

Construction:
Tube: black NBR
Reinforcement: textile and steel wire
Cover: black CR, weather and oil resistant,
smooth finish

OILER 016
OILER 019
OILER 022
OILER 025
OILER 029
OILER 032
OILER 038
OILER 040
OILER 045
OILER 050
OILER 057

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Wakuum
Vacuum
MPa/MPa

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

40
40
40
40
40
40
40
40
40
40
40

0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09

0,5
0,5
0,5
0,5
0,5
0,5
0,5
0,5
0,5
0,5
0,5

27
30
33
36
40
43
49
51
56
61
68

16
19
22
25
29
32
38
40
45
50
57

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

50
75
85
90
105
110
120
120
160
200
250

0,58
0,62
0,72
0,80
0,90
0,94
1,10
1,16
1,35
1,60
1,82

Rabo^ee
dawlenie
Working press.
MPa/MPa

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

SAFE
NAPORNYJ RUKAW
PRESSURE HOSE

Salvage of gasoline vapour. Can also be used
as a temporary discharge hose.

Service temperature: -30...+120°C

Construction:
Tube: black NBR/PVC, smooth finish
Reinforcement: textile and steel spiral
Cover: orange NBR/PVC, corrugated finish,
two earth wires.
Safety factor: 2,5

Applications:

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Nar.
diametr
Ø o.d.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on requestt
Estx na sklade • Stock item Po zakazu • On request

SAFE 076 76 83 160 – 0,3 1,80 6

Primenenie:

Utilizaciq otrabotannyh parow benzina.
Wremenno movet bytx ispolxzowan
dlq sliwa topliwa.
Temperatura rabotosposobnosti:
-30...+120°S

Konstrukciq:
Wnutrennij sloj: ^ernyj NBR/PVC,
gladkaq powerhnostx
Armatura: tekstilx i stalxnaq spiralx
Werh: oranvewyj NBR/PVC,
gofrirowannaq powerhnostx
Dwa zazemlq@]ih prowoda.
Faktor bezopasnosti: 2,5

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

R min.
mm/mm

Rabo^ee dawlenie
Working press.
MPa/MPa

06
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TOPLIWNYE I MASLQNYE RUKAWA
FUEL AND OIL HOSES

TANK
MASLQNYJ SLIWNOJ RUKAW
OIL DISCHARGE HOSE

Discharge hose in tank lorries for oil and fuel.
Suitable also for lead-free gasoline.

Service temperature: -30...+100°C

Construction:
Rubber material: black NBR/PVC
Reinforcement: textile and steel spiral
Safety factor: 2,5
Corrugated cover, earth wire

Sliwnoj rukaw w cisternowozah dlq masla
i topliwa. Prigoden takve dlq benzina,
ne soderva]ego swinec.
Temperatura rabotosposobnosti:
-30...+100°C

Konstrukciq:
Wnutr./werh. sloj: ^ernyj NBR/PVC
Armatura: tekstilx i stalxnaq spiralx
Faktor bezopasnosti: 2,5
Gofrirowannaq naruvnaq powerhnostx,
zazemlq@]ij prowod

Primenenie:

Applications:

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

90
140

0,07
0,07

0,6
0,6

1,10
1,81

40
40

TANK 050
TANK 076

50
76

62
87

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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CLEANPromywo^nyj rukaw dlq gorq^ej wody,
ispolxzuetsq w pi]ewoj promy[lennosti.
Ustoj^iw k viwotnym i rastitelxnym
viram.
Temperatura rabotosposobnosti:
-30...+ 120°C

Konstrukciq:
Wnutrennij sloj: belyj EPDM
Armatura: tekstilx
Werh: goluboj NBR/EPDM,
gladkaq powerhnostx
Faktor bezopasnosti: 4

Primenenie:

NAPORNYJ RUKAW
PRESSURE HOSE

RUKAWA DLQ WODY I SVATOGO WOZDUHA
WATER AND COMPRESSED AIR HOSES

Applications:

Hotwater hose for food industry.
Cover sustains also animal and vegetable fat.

Service temperature: –30 ... +120° C

Construction:
Tube: white EPDM
Reinforcement: textile
Cover: blue NBR/EPDM, smooth
Safety factor: 4

Drugie razmery po zakazu • Other dimensions on request
 Estx na sklade • Stock item Po zakazu • On request

Tip
Type

Wnutr.
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee
dawlenie
Working
pressure
MPa/MPa

R min.
mm/mm

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

CLEAN 25013
CLEAN 15016
CLEAN 15019
CLEAN 15025

2,5
1,5
1,5
1,5

40
40
40
40

13
16
19
25

23
26
29
35

80
120
160
200

0,36
0,43
0,48
0,61

CLEAN 15032
CLEAN 15038

32
38

220
250

1,5
1,5

43
50

0,84
1,10

40
40

08
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Applications:

A general purpose water suction and pressure
hose. Suitable for use in tank trucks collecting
sewage. Flexible and easy to handle.

Service temperature: -40...+80°C

Construction:
Tube: black SBR, smooth finish
Reinforcement: textile and steel spiral
Cover: black SBR, weather resistant,
smooth finish, i.d. 152-203 mm with corrugated
finish
Safety factor: 2,5

Primenenie:

Naporno-wsasywa@]ij rukaw ob]ego
nazna^eniq. Prigoden takve dlq
cisternowozow, transportiru@]ih sto^nye
wody i organi^eskie udobreniq.
Gibkij i legkij.
Temperatura rabotosposobnosti:
-40...+80°C

Konstrukciq:
Wnutrennij sloj: ^ernyj SBR,
gladkaq powerhnostx
Armatura: tekstilx i stalxnaq spiralx
Werh: ^ernyj SWR, pogodostojkij,
gladkaq powerhnostx (wnutr. diametr
152-203 mm - gofrirowannaq powerhnostx)
Faktor bezopasnosti: 2,5

RUKAWA DLQ WODY I SVATOGO WOZDUHA
WATER AND COMPRESSED AIR HOSES

LIP
NAPORNO-WSASYWA`}IJ RUKAW
SUCTION AND PRESSURE HOSE

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Tip
Type

Naruvnyj
diametr
Ø o.d.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Wnutrennij
diametr
Ø i.d.
mm/mm

R min.
mm/mm

50
63
76
90

102
115
127
152
203

59
73
87

102
114
127
141
168
221

120
210
310
350
360
430
450
520
690

0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09
0,09

LIP 050
LIP 063
LIP 075
LIP 090
LIP 100
LIP 115
LIP 125
LIP 150
LIP 200

1,25
1,62
1,95
2,90
3,10
3,40
3,65
5,80
8,20

0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,4
0,4

40
40
40
40
40
20
20
20
12

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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LNS/LNK

RUKAWA  DLQ WODY I SVATOGO WOZDUHA
WATER AND COMPRESSED AIR HOSES

PROMYWO~NYJ RUKAW
RINSING HOSE

Primenenie:
Promywo^nyj rukaw dlq promy[lennogo
ispolxzowaniq, w osobennosti na CBK.
Gibkij, armirowan werewo^noj
spiralx@.
Temperatura rabotosposobnosti:
-40...+80°C

Konstrukciq:
Wnutrennij sloj: ^ernyj SBR,
gladkaq powerhnostx
Armatura: tekstilx i werewo^naq spiralx
Werh: krasnyj SBR/EPDM,
gofrirowannaq powerhnostx
Faktor bezopasnosti: 3,2

Applications:

Rinsing hose suitable for industrial use
particularly in paper mills. Flexible, rope spiral
reinforced.

Service temperature: -40...+80°C

Construction:
Tube: black SBR, smooth finish
Reinforcement: textile and rope spiral
Cover: red SBR/EPDM, corrugated finish
Safety factor: 3,2

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Dlina
Length
m/m

Wes kg/m
Weight
kg/m

Rabo^ee dawlenie
Working press.
MPa/MPa

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

–
–
–
–
–
–
–
–

LNS 100202
LNS 100250
LNS 100251
LNS 100252
LNS 100321
LNS 100322
LNS 100401
LNS 100402

19
25
25
25
32
32
40
40

31
36
36
36
43
43
51
51

110
130
130
130
170
170
220
220

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0

0,60
0,80
0,80
0,80
0,90
0,90
1,10
1,10

20
10
15
20
15
20
15
20

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Nakone^nik
Nozzle

LNK 10025
LNK 10032
LNK 10040

10
12
12

60
60
60

36
43
51

–
–
–

1,0
1,0
1,0

0,40
0,61
0,69

0,6
0,7
0,7

LNS = na odnom konce nes_emnyj raspylq@]ij
nakone^nik iz reziny, na drugom konce mufta.
LNS = with a fixed rubber spray nozzle at one end
and a cuff in the other end.

LNK = s_emnyj raspylq@]ij nakone^nik,
stroenie analogi^no LNS.
LNK = separate rubber spray nozzle,
structually similar to LNS - hose.
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RUKAWA DLQ WODY I SVATOGO WOZDUHA
WATER AND COMPRESSED AIR HOSES

NORAPrimenenie:
Napornyj rukaw dlq wody w sistemah
ohlavdeniq.
Temperatura rabotosposobnosti:
-40...+110°C

Konstrukciq:
Wnutrennij sloj: ^ernyj EPDM,
gladkaq powerhnostx
Armatura: tekstilx
Werh: ^ernyj EPDM, gladkaq powerhnostx
Faktor bezopasnosti: 3

Applications:

Water and pressure hose in cooling systems.

Service temperature: -40...+110°C

Construction:
Tube: black EPDM, smooth finish
Reinforcement: textile
Cover: black EPDM, smooth finish
Safety factor: 3

RADIATORNYJ RUKAW
RADIATOR HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Rabo^ee dawlenie
Working press.
MPa/MPa

13
16
19

22
25
29
32
40
50
57
60
76

21
24
28

30
33
38
42
50
61
68
71
86

-
-
-

-
-
-
-
-
-
-
-
-

-
-
-

-
-
-
-
-
-
-
-
-

NORA 06013
NORA 06016
NORA 06020

NORA 06022
NORA 06025
NORA 06029
NORA 06032
NORA 06040
NORA 06050
NORA 06057
NORA 06060
NORA 06075

0,6
0,6
0,6

0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6

0,23
0,27
0,31

0,40
0,45
0,57
0,69
0,84
1,13
1,27
1,29
1,44

40
40
40

40
40
40
40
40
40
40
40
40

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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NOVE

RUKAWA DLQ WODY I SVATOGO WOZDUHA
WATER AND COMPRESSED AIR HOSES

NAPORNYJ RUKAW
PRESSURE HOSE

Primenenie:
Pogodo- i ozonostojkij rukaw dlq wody.
Prigoden dlq svatogo wozduha, a takve
dlq nekotoryh himikatow i kislot.
Temperatura rabotosposobnosti:
-30...+100°C

Konstrukciq:
Wnutrennij sloj: ^ernyj EPDM
Armatura: tekstilx
Werh: krasnyj EPDM
(wnutr. diametr 10-13 seryj, 2,5 MPa)
Faktor bezopasnosti: 2,5

Applications:

Weather and ozone resistant water hose.
Suitable also for compressed air, some
chemicals and acids.

Service temperature: -30...+100°C

Construction:
Tube: black EPDM
Reinforcement: textile
Cover: red EPDM
(i.d. 10-13 grey, 2,5 MPa)
Safety factor: 2,5

Dlina
Length
m/m

Wes kg/m
Weight
kg/m

Rabo^ee dawlenie
Working press.
MPa /MPa

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade  • Stock item Po zakazu • On request

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

-
-
-
-
-
-

-
-

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm /mm

NOVE 15013
NOVE 15016
NOVE 15019
NOVE 15025
NOVE 15032
NOVE 15038

NOVE 25010
NOVE 25013

13
16
19
25
32
38

10
13

20
24
27
34
43
49

17
21

50
60
85
120
170
220

35
50

1,5
1,5
1,5
1,5
1,5
1,5

2,5
2,5

0,31
0,34
0,42
0,59
0,80
0,95

0,22
0,31

40
40
40
40
40
40

40
40

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
id 10-25 mm: Germany - GERMANIQ

1,5 MPa

2,5 MPa
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RUKAWA DLQ WODY I SVATOGO WOZDUHA
WATER AND COMPRESSED AIR HOSES

PARAK
NAPORNYJ RUKAW
PRESSURE HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

Rabo^ee
dawlenie
Working press.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

PARAK 30013
PARAK 30016
PARAK 30019
PARAK 30025

13
16
19
25

24
27
30
37

3,0
3,0
3,0
3,0

0,38
0,43
0,51
0,70

40
40
40
40

Napornyj rukaw dlq wozduha, gorq^ej
wody i nekotoryh nekoncentrirowannyh
himikatow. Prigoden dlq ispolxzowaniq
w \kstremalxnyh uslowiqh.
Temperatura rabotosposobnosti:
–40...+120°C

Konstrukciq:
Wnutrennij sloj: ^ernyj EPDM
Armatura: tekstilx
Werh: veltyj EPDM,
ne ostawlqet pqten
Faktor bezopasnosti: 3,2

Primenenie:

Pressure hose for demanding use, for air,
specially for hot water and certain type of
chemicals.

Service temperature: –40...+120°C

Construction:
Tube: black EPDM
Reinforcement: textile
Cover: yellow EPDM, does not make any
markings, wrapped surface
Safety factor: 3,2

Applications:

80
100
110
150

R min.
mm/mm

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request
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RUKAWA DLQ WODY I SVATOGO WOZDUHA
WATER AND COMPRESSED AIR HOSES

PAVE 1,0 MPaPrimenenie:

Applications:

NAPORNYJ RUKAW
PRESSURE HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Wes
kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Rabo^ee dawlenie
Working press.
MPa /MPa

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

A general purpose compressed air and water
hose. The hose meets requirements of standards
EN-ISO 1403 class 2 and EN-ISO 2398-1B,
when i.d. 13 - 25 mm.

Service temperature: -40...+80°C

Construction:
Tube: black SBR
Reinforcement: textile
Cover: black SBR
Safety factor: 4
id 13-25 SBR/EPDM smooth
id 32-203 SBR

PAVE 10013
PAVE 10016
PAVE 10020
PAVE 10025

PAVE 10032
PAVE 10040
PAVE 10045
PAVE 10050
PAVE 10063
PAVE 10075
PAVE 10100
PAVE 10115
PAVE 10125
PAVE 10150
PAVE 10200

13
16
19
25

32
40
45
50
63
76
102
115
127
152
203

21
24
27
34

43
51
56
61
75
88
119
132
144
169
226

55
70
90
90

160
220
320
410
500
560
1340
1430
1520
1720
1890

-
-
-
-
-

-
-
-
-
-
-
-
-
-
-

1,0
1,0
1,0
1,0

1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0
1,0

0,22
0,34
0,45
0,60

0,85
1,00
1,10
1,25
1,70
2,00
3,80
4,25
4,65
5,51
9,05

60
60
60
60

40
40
40
40
40
40
40
40
40
40
15

Rukaw ob]ego nazna^eniq dlq wody i
svatogo wozduha. Otwe^aet trebowaniqm
standartow EN-ISO 1403 klass 2 i
EN-ISO 2398-1B pri wnutr. diametre
13-25 mm.
Temperatura rabotosposobnosti:
-40 ... +80 °S

Konstrukciq:
Wnutrennij sloj: ^ernyj SBR
Armatura: tekstilx
Werh: ^ernyj SBR
Faktor bezopasnosti: 4
Wnutr. diametr 13-25mm - SBR/ERDM,
gladkaq powerhnostx
Wnutr. diametr 32-203 mm - SBR

08
/0
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RUKAWA DLQ WODY I SVATOGO WOZDUHA
WATER AND COMPRESSED AIR HOSES

PAVE 2,0 / 2,5 MPa
Primenenie:

Applications:

NAPORNYJ RUKAW
PRESSURE HOSE

Tip
Type

Wnutrennij
diametr
Ø i.d.
mm/mm

Naruvnyj
diametr
Ø o.d.
mm/mm

R min.
mm/mm

Wakuum
Vacuum
max.
MPa/MPa

Wes kg/m
Weight
kg/m

Dlina
Length
m/m

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

Rabo^ee dawlenie
Working press.
MPa/MPa

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

A general purpose compressed air and water
hose. The hose meets requirements of
standards EN-ISO 1403 class 3 when working
pressure 2,5 MPa

Service temperature:
2,0 MPa: -40...+100°C 2,5 MPa: -40...+80°C

Construction:
Tube: black EPDM
Reinforcement: textile
Cover: black EPDM
Safety factor: 4

Rukaw ob]ego nazna^eniq. Pri rabo^em
dawlenii 2,5MPa otwe^aet trebowaniqm
standarta EN-ISO 1403 klass 3 .
Temperatura rabotosposobnosti:
2,0 MPa -40 ... +100°S
2,5 MPa -40 ... +80°S

Konstrukciq:
Wnutrennij sloj:
^ernyj EPDM
Armatura: tekstilx
Werh:
^ernyj EPDM
Faktor bezopasnosti: 4

PAVE 20006
PAVE 20008
PAVE 20010

PAVE 25013
PAVE 25016
PAVE 25020
PAVE 25025

PAVE 20032
PAVE 20040
PAVE 20045
PAVE 20050

6
8
10

13
16
19
25

32
40
45
50

14
16
18

22
25
29
35

46
54
59
64

30
40
40

55
70
85
150

180
220
320
400

-
-
-

-
-
-
-

-
-
-
-

2,0
2,0
2,0

2,5
2,5
2,5
2,5

2,0
2,0
2,0
2,0

0,19
0,22
0,25

0,35
0,40
0,52
0,65

0,98
1,20
1,35
1,47

30-100
30-100
30-100

40
40
40
40

40
40
40
40

id 6-10 mm: Italy - ITALIQ

Hoses will be delivered according to ready packages.
Lengths varies between 30-100 m.

Rukawa postawlq@tsq w buhtah.
Dlina rukawow ot 30 do 100 m.

02
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Primenenie:
Ispolxzuetsq w ka^estwe homuta na
transportnyh sredstwah w gidrawlike i
stroitelxnoj promy[lennosti. Homuty
snabveny odnim wintom (1R) ili dwumq
wintami (2R). Razmer wintow M6. Po zakazu
izgotowlq@tsq homuty bolx[ego razmera,
kotorye mogut bytx snabveny wintami M8,
esli razmer lenty homuta 1,25 h 25 mm.

Kislotostojkie homuty postawlq@tsq s
dwumq wintami. Razmer lenty homuta -
1,0 h 20 mm.

HOMUTY I SOEDINENIQ DLQ RUKAWOW
CLAMPS AND COUPLERS FOR HOSES

KERKO
RUKAWNYJ HOMUT
HOSE CLAMP

Applications:

Suitable to be used as hose clamp in
hydraulics, vehicles and building industry.
Clamps are supplied either with one screw (1R)
or with two screws (2R), screwsize M6.
Bigger clamps on request. Also with M8 screws,
then bandsize 1,25x25 mm.

Acid resistant clamps have always two screws.
Bandsize 1,0x20 mm.

KERK1R035
KERK1R040
KERK1R045
KERK1R050
KERK1R055
KERK1R060
KERK1R065
KERK1R070
KERK1R075
KERK1R080
KERK1R085
KERK1R090
KERK1R095
KERK1R100
KERK1R105
KERK1R110
KERK1R115
KERK1R120

Tip
Type

Ohwatywaemaq
powerhnostx
Clamping area
mm/mm

35-32
40-35
45-40
50-45
55-50
60-55
65-60
70-65
75-70
80-75
85-80
90-85
95-90

100-95
105-100
110-105
115-110
120-115

Odin wint
One screw

KERK2R050
KERK2R055
KERK2R060
KERK2R065
KERK2R070
KERK2R075
KERK2R080
KERK2R085
KERK2R090
KERK2R095
KERK2R100
KERK2R105
KERK2R110
KERK2R115
KERK2R120
KERK2R125
KERK2R130
KERK2R135
KERK2R140
KERK2R145
KERK2R150
KERK2R160
KERK2R170
KERK2R180
KERK2R190
KERK2R200
KERK2R210
KERK2R220

50-40
55-45
60-50
65-55
70-60
75-65
80-70
85-75
90-80
95-85

100-90
105-95

110-100
115-105
120-110
125-115
130-120
135-125
140-130
145-135
150-140
160-150
170-160
180-170
190-180
200-190
210-200
220-210

Dwa winta
Two screws

Tip
Type

Ohwatywaemaq
powerhnostx
Clamping area
mm/mm

KERKHK050
KERKHK055
KERKHK060
KERKHK070
KERKHK080
KERKHK090
KERKHK100
KERKHK110
KERKHK120
KERKHK130
KERKHK140

50-40
55-45
60-50
70-60
80-70
90-80

100-90
110-100
120-110
130-120
140-130

Kislotostojkie
Acid resist.

Tip
Type

Ohwatywaemaq
powerhnostx
Clamping area
mm/mm

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request
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HOMUTY I SOEDINENIQ DLQ RUKAWOW
CLAMPS AND COUPLERS FOR HOSES

KERKO
REKOMENDACII PO PRIMENENI`
RECOMMENDATION FOR USING

R0,5 R0,5 R0,5

L2 L1 L2 L1 L2 L1

Ø
D

1

Ø
D

2

2-4mm2-4mm 2-4mm

stervenx homut rukaw
Nipple Clamp Hose

Maksimalxnaq rabo^aq nagruzka,
priwedennaq w sledu@]ej tablice,
razre[aetsq pri ispolxzowanii:
– homutow KERKO 1R i 2R
s wintami M6,
– napornyh rukawow tipa PAVE, LOK
i LOT s tol]inoj stenok 5-9 mm.
Tablica ne otnositsq k rukawam,
armirowannym stalxnoj spiralx@.
Stervni pokazany na risunke.
Faktor bezopasnosti: 3,5
Moment svatiq wintami: 6 Nm

Rekomendacii:

Recommendation:
The maximum operating load specified in the table
below is allowed in applications using:
– KERKO 1R or 2R clamps with M6 screws,
– pressure hoses of the type PAVE, LOK or LOT
with wall thickness 5-9 mm. The table does not
apply to steel spiral reinforced hoses.
Nipples shown in figure.
Safety factor: 3,5.
Coupling screws clamping moment: 6 Nm

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ

25

32

40

50

63

76

102

Rukaw
Hose

Tip
Type

1R
1R
1R

1R
1R
1R

1R
1R
1R

1R
1R

1R
1R

1R

1R

1
2
3

1
2
3

1
2
3
3

1
2
2
3

1
2
2
3

2
2
3

2
2
3

1R
Kol-wo
[t. /pce

Wnutrennij diametr
mm/mm

1,0
2,0
2,5

1,0
2,0
2,5

0,6
1,6
2,0
2,5

0,6
1,0
1,6
2,0

0,6
1,0
1,6
2,0

0,6
1,0
1,6

0,6
1,0
1,6

Rabo^ee dawlenie
Working pressure

Mah
MPa  /MPa2R

2R

2R
2R

2R
2R

2R
2R

2R
2R

Razmery stervnq
Hose nipple dimensions

D1
mm/mm

D2
mm/mm

L2
mm/mm

24

31

39

49

62

74

100

27

34

42

53

66

79

105

25

25

25

25

25

25

25

L1
mm/mm

10

10

10

13

13

16

16

α°

8,5

8,5

8,5

8,7

8,7

8,9

8,9

08
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HOMUTY I SOEDINENIQ DLQ RUKAWOW
CLAMPS AND COUPLERS FOR HOSES

• [tucer s wnutrennej rezxboj • female coupler
• material: al@minij,
sootwetstwuet standartu DIN 2848
• material aluminium, according to DIN 2848

Torcewoj [tucer • Coupler

stervenx • nipple

L

Ø
 B

Ø
 A

C

gajka • nut

Ø
 D

• material: al@minij • material aluminium

Za]itnaq probka • Cover

Ø
 A

Krepleniq SL - homutow dlq
pi]ewoj promy[lennosti

• [tucer s fiksiru@]im kolxcom
obespe^iwaet prawilxnu@ ustanowku
SL - homuta
• material stervnq i gajki - nerv.
stalx (AISI 304)

Special coupler nipple and
nut for dairy

• special coupler where is readyinstalled a ring
which garantees the right installation of SL-clamp
to be used in dairys.
• the material of nipple and nut is AISI 304

Tip homuta
Clamp type

Dlq trub s
naruvnym
diametrom
For pipe
ø - o.d

Dlq rukawow
wnutr./nar.
diametr
For hose
ø i.d./o.d.

Razmery • Dimensions

Ø A L

1”
1 1/2”
2”
2 1/2”
3”

SL-25
SL-40
SL-50
SL-65
SL-75

25 / 36
40 / 51
51 / 62
65 / 81
76 / 91

36
55
65
80
93

61,5
67,5
67,5
87,5
87,5

KARA-25
KARA-40
KARA-50
KARA-65
KARA-75

Tip
Type

Estx na sklade • Stock item Po zakazu • On request

Ø B

25
40
51
65
76

Ø D C

25
38
51
63,5
76

MUT-25
MUT-40
MUT-50
MUT-65
MUT-75

KARA-25
KARA-40
KARA-50
KARA-65
KARA-75

51
74
84
100
114

20
25
26
30
32

Dlq stervnq
For nipple

Gajki
Nuts

CG075

DP075 08
/0
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DLQ RUKAWOW FOOD
FOR FOOD QUALITY HOSE

HOMUTY I SOEDINENIQ DLQ RUKAWOW
CLAMPS AND COUPLERS FOR HOSES

Instrukcii po ustanowke:

1. The hose end has to be cut straight and even.
2. The reinforcing steel wire jutting out of the hose
    has to be cut as short as possible.
3. The clamp is fitted first to the hose and then the hose on the pin.
4. The distance E of the supporting ring to be welded, from the pipe end

SL 25 40 mm
SL 40, SL 50 45 mm
SL 65, SL 75 61 mm

5. The clearance between the ring welded on the pin and the holding
    edge has to be 2 mm and that between the ring and the hose has to
    be 2-3 mm in order to allow the hose expand, when the clamp is
    tightened.
6. Tighten the assembly screws. One of the assembly screws will be
opened and the clamping screw (acid resistant) will be installed in its place.
After this the other assembly screw will be removed and replaced by the
clamping screw.
7. The screws have to be tightened evenly by turns according to the table.

Installation instructions:

1. Konec rukawa dolven bytx obrezan rowno.
2. Stalxnaq spiralx, wyhodq]aq iz rukawa,
dolvna bytx obrezana kak movno koro^e.
3. Sna^ala homut nadewaetsa na rukaw, zatem
rukaw nadewaetsq na patrubok.
4. Rasstoqnie E ot sreza patrubka do mesta
priwarki kolxca:
   SL 25 40 mm
   SL 40, SL 50 45 mm
   SL 65, SL 75 61 mm
5. Proswet mevdu priwarennym kolxcom i
kromkoj homuta dolven sostawlqtx 2 mm,
mevdu kolxcom i srezom rukawa - 2-3 mm
dlq wozmovnosti ras[ireniq rukawa pri
zatqnutom homute (sm. risunok)
6. Sna^ala homut zakreplqetsq
regulirowo^nymi wintami. Zatem odin iz
regulirowo^nyh wintow zamenqetsq homutnym
(kislotoustoj^iwym), i tolxko posle \togo
zamenqetsq wtoroj regulirowo^nyj wint.
7. Winty zakru^iwa@tsq rawnomerno:
poo^eredno po neskolxko oborotow. Moment
svatiq dolven sootwetstwowatx tablice.

SL-HOMUTY

SLKIR025
SLKIR040
SLKIR050
SLKIR065
SLKIR075

SLREN025
SLREN040
SLREN050
SLREN065
SLREN075

Tip
Type

Winty
Screws

M5X25
M6X30
M6X30
M8X40
M8X40

2
2
2
2
2

M5X35
M6X50
M6X50
M8X60
M8X60

{t
Pce

Winty
Screws

2
2
2
2
2

4 Nm
8 Nm
8 Nm
15 Nm
15 Nm

{t
Pce

Moment
Moment

Srews and nuts also available.
Winty i gajki - w nali^ii.

Drugie razmery po zakazu • Other dimensions on request
Estx na sklade • Stock item Po zakazu • On request

AISI 304

Material
Material

Teknikum Oy
P.O.Box 13, FIN-38211
VAMMALA, FINLAND

Phone +358 3 519 11
Fax +358 3 511 3454
www.teknikum.com

Country of origin - Strana proishovdeniq: Finland - FINLQNDIQ
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HOMUTY I SOEDINENIQ DLQ RUKAWOW
CLAMPS AND COUPLERS FOR HOSES

06
/0
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RS homuty DIN 2817/2826 izgotowLeny
sootwetstwenno standartu
1) DN: wnutrennij diametr rukawa h tol]ina stenki
2) Material: SS = kislotostojkaq stalx AIS11316
3) Rezxba ISO-DIN 228 (id 19 mm R 3/4)
4) Uplotnenie PTFE
5) Uplotnenie CSM (po zakazu takve PTFE)

Safety clamps according to DIN2817/2826
1) DN: inside diameter of hose x wall thickness
2) Materials: SS = acid resistant steel AISI 316
3) Thread ISO-DIN 228 (id 19 mm R 3/4)
4) Sealing PTFE
5) Sealing CSM (on request also PTFE)

RS - SOEDINENIE
- COUPLER

Uplotnenie
Sealing

*) Homut izgotowlen iz al@miniq • Safety clamps are made of aluminium

RS-homut
Safety clamp

5)

3), 4)3)

H

DN
OD

B L

Drugie razmery po zakazu • Other dimensions on request

Razmery
Dimensions
mm, mm

DN
mm, mm
1)

OD
min-maks.
min-max
mm, mm

Bolty/gajki
Bolts/nuts
Koli^estwo
Quantity

material
Material
2)

H B L

4 x M6 x 20

4 x M6 x 20

4 x M6 x 20

4 x M6 x 20

4 x M8 x 25

4 x M8 x 25

4 x M10 x 40

30-33

36-39

43-46

53-56

64-67

89-93

114-119

65

73

75

85

103

131

164

68

75

77

87

106

133

167

50

50

50

50

57

77

120

19 x 6

25 x 6

32 x 6

40 x 7

50 x 8

76 x 8

102 x 8

RSKM019
RSKF019
RSNM019
RSNF019

RSKM025
RSKF025
RSNM025
RSNF025

RSKM032
RSKF032
RSNM032
RSNF032

RSKM040
RSKF040

RSKM050
RSKF050
RSNM050
RSNF050

RSNM076
RSNF076

RSNM100
RSNF100

SS
SS
SS
SS

SS
SS
SS
SS

SS
SS
SS
SS

SS
SS

SS
SS
SS
SS

SS
SS

SS
SS

*)

*)

• Estx na sklade • Po zakazu

{tucer s naruvnnoj rezxboj
Thread hose coupling, male
RSKM

{tucer s wnutrennej resxboj
Thread hose coupling, female
RSKF

Kod
Code

Torcewoj [tucer, nippelx
Quick hose coupling, male
RSNM

Torcewoj [tucer, wtulka
Quick hose coupling, female
RSNF

• Stock item • On request



SRAWNENIE SWOJSTW |LASTOMEROW
COMPARISON OF ELASTOMERS PROPERTIES

Oceno^naq [kala: 5 = prewoshodno, 4 = otli^no, 3 = horo[o, 2 = priemlemo, 1= ploho

Swojstwo

Predel pro^nosti
na razryw MN/m2

Rastqvenie pri
razrywe %
Temp. rabotospos-ti
• postoqnnaq °C
• kratkowremennaq °C
• nive 0°C           -°C
Ostato^naq
deformaciq  °C/%
|lasti^nostx
|l. swojstwa
Ustoj^iwostx k
• pogode i ozonu
• kislotam
• ]elo^am
• alif. maslam
• arom. maslam
• istirani@
• ogn@
• radiacii
Gazonepronicaemostx
Adgeziq

4-25

100-600

60
100
30-60

70/20-60
5
4

1-2
2-3
2-3
1
1
4-5
1
2-3
3
4

Natur.
rezina

NR

4-25

100-500

70
100
20-50

70/20-60
5
4

1-2
2-3
2-3
1
1
4
1
2-3
3
4

Butadien-
stirolxnaq
rezina

SBR

4-15

100-800

80
140
10-40

100/20-80
2
4-5

3-4
4
4
1
1
2-3
1
1
5
3-4

Butil-
rezina

IIR

4-18

100-400

70
130
10-50

100/20-60
3-4
1-2

1-3
3
2-3
4
3
3-4
1-2
2-3
3
3-4

Butadien-
nitrilxnaq
rezina

NBR

15-30

100-800

60
80
0-20

70/20-60
5
3

5
1
1-2
3-4
1-2
4-5
1-2
3
3
3

Poliure-
tanowaq
rezina

U

7-15

100-200

175
250
20-40

175/30-50
2
3

5
3-4
1-3
4
4
3
4
2-3
4
1-3

Ftor-
rezina

FPM

3-10

100-400

200
275
50-80

150/20-60
1-3
4

4
1-3
1-2
1-2
1-2
1-3
2-3
2-4
2
2-4

Siliko-
nowaq
rezina

Q

4-12

100-500

80
150
20-40

100/60-80
3
3-4

5
4
4
1-2
1
3
3
2-3
4
2-3

Hlorsulx-
fidnyj
poli\tilen
(rezina)
CSM

4-18

100-500

80
150
10-50

100/20-60
3
1

4-5
3
3
4
3
3-4
3
1
4
3-4

|pihlor-
gidridnaq
rezina

ECO, CO

4-20

100-500

70
130
20-50

100/30-80
3-4
3

4
3
3
2-3
1
3-4
3-4
2-3
3-4
3-4

Hloro-
prenowaq
rezina

CR

4-18

100-400

80
150
30-60

100/25-60
3
4

5
3-4
3-4
1
1
3
1
1
2-3
1

|tilen-
propileno-
waq rezina

EPDM

Tip reziny
Abbrewiatura

\lastomera

61 62 63 64 66 67 68 69 70

Srawnenie swojstw \lastomerow

Evaluation scale: 5=exellent, 4=fine, 3=good, 2=acceptable, 1=poor

Property

Tensile strength/
MN m2

Elongation at
break %
Service temperature
• continuous °C
• intermittent °C
• low temperature -°C
Compression set
°C/%
Elasticity
Electrical properties
Resistance
• weather and ozone
• acids
• alkalis
• aliphatic oils
• aromatic oils
• abration
• flame
• radiation
Gastightness
Adhesion

4-25

100-600

60
100
30-60

70/20-60
5
4

1-2
2-3
2-3
1
1
4-5
1
2-3
3
4

Natural
rubber

NR

4-25

100-500

70
100
20-50

70/20-60
5
4

1-2
2-3
2-3
1
1
4
1
2-3
3
4

Styrene
butadiene
rubber

SBR

4-15

100-800

80
140
10-40

100/20-80
2
4-5

3-4
4
4
1
1
2-3
1
1
5
3-4

Butyl
rubber

IIR

4-18

100-400

70
130
10-50

100/20-60
3-4
1-2

1-3
3
2-3
4
3
3-4
1-2
2-3
3
3-4

Nitrile
rubber

NBR

15-30

100-800

60
80
0-20

70/20-60
5
3

5
1
1-2
3-4
1-2
4-5
1-2
3
3
3

Urethane
rubber

U

7-15

100-200

175
250
20-40

175/30-50
2
3

5
3-4
1-3
4
4
3
4
2-3
4
1-3

Fluoro
rubber

FPM

3-10

100-400

200
275
50-80

150/20-60
1-3
4

4
1-3
1-2
1-2
1-2
1-3
2-3
2-4
2
2-4

Silicone
rubber

Q

4-12

100-500

80
150
20-40

100/60-80
3
3-4

5
4
4
1-2
1
3
3
2-3
4
2-3

Clorsulpho-
nated poly-
ethylene
rubber
CSM

4-18

100-500

80
150
10-50

100/20-60
3
1

4-5
3
3
4
3
3-4
3
1
4
3-4

Epiclor-
hydrin
rubber

ECO, CO

4-20

100-500

70
130
20-50

100/30-80
3-4
3

4
3
3
2-3
1
3-4
3-4
2-3
3-4
3-4

Chloro-
prene
rubber

CR

4-18

100-400

80
150
30-60

100/25-60
3
4

5
3-4
3-4
1
1
3
1
1
2-3
1

Ethylene
propylene
rubber

EPDM

Rubber type
Elastomer

Abbrevi-
ation

61 62 63 64 66 67 68 69 70

Comparison of elastomers properties
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HRANENIE I UHOD ZA REZINOWYMI IZDELIQMI

OB}IE  POLOVENIQ
Fizi^eskie swojstwa wulkanizowannoj reziny
oby^no menq@tsq s te^eniem wremeni. Rezina
movet statx neprigodnoj dlq ispolxzowaniq:
sli[kom twerdoj ili mqgkoj, s potreskaw[ejsq
powerhnostx@. |ti izmeneniq proishodqt kak pod
wliqniem otdelxnyh faktorow, tak i ih
sowokupnosti. Takimi faktorami movet bytx
wozdejstwie kisloroda, ozona, sweta, tepla ili
wysokaq wlavnostx. Podobnye neblagopriqtnye
wozdejstwiq usranq@tsq pri sobl@denii
prawilxnyh uslowij hraneniq.

POME}ENIE  DLQ  HRANENIQ
Temperatura w pome]enii dolvna bytx nive
+25°C, velatelxno ne prewy[atx +15°C. Pri
temperature wy[e +25°C swojstwa reziny mogut
nastolxko izmenitxsq, ^to ona stanet neprigodnoj
dlq ispolxzowaniq. Nagrewatelxnye pribory
dolvny bytx ustanowleny i otregulirowany takim
obrazom, ^toby sobstwennaq temperatura izdelij
takve ne prewy[ala +25°C. Nizkie temperatury
ne okazywa@t stolx gubitelxnogo wozdejstwiq na
rezinowye izdeliq, no mogut wyzywatx powy[enie
twerdosti reziny. Pri rabote s rezinowymi
izdeliqmi w holodnyh pome]eniqh wavno ne
powreditx ih, pered montavem ih neobhodimo
nagretx priblizitelxno do +30°C.
Nadlevit izbegatx hraneniq reziny w pome]eniqh
s powy[ennoj wlavnostx@. Pri sli[kom wysokoj
wlavnosti kondensat movet osedatx na
powerhnosti reziny, ^to negatiwno skazywaetsq
na ee \kspluatacionnyh swojstwah.
Wulkanizowannye izdeliq dolvny bytx za]i]eny
ot wozdejstwiq sweta: kak ot popadaniq prqmyh
solne^nyh lu^ej, tak i ot iskusstwennogo
o s w e ] e n i q  s  w y s o k i m  s o d e r v a n i e m
ulxtrafioletowyh lu^ej.
Po wozmovnosti rezinowye izdeliq dolvny
hranitxsq w germeti^noj, wozduhonepronicaemoj
upakowke ili inym obrazom, pri kotorom
iskl@^aetsq wozdejstwie wozdu[nyh potokow. |to
osobenno kasaetsq izdelij, plo]adx kotoryh
welika otnositelxno ih ob_ema, naprimer,
prorezinennyh tkanej ili izdelij iz poristoj
reziny.
Poskolxku ozon okazywaet rezko otricatelxnoe
wozdejstwie na rezinowye izdeliq, w pome]enii
ne dolvno nahoditxsq priborow, wydelq@]ih ozon:
fl@oriscentnyh i rtutnyh lamp, wysokowolxtnogo
\lektrooborudowaniq, \lektrometrow, a takve
drugih \lektropriborow, w kotoryh woznikaet
\lektri^eskij razrqd ili iskra.
Krome togo w pome]enii ne dolvno nahoditxsq
gor@^ih gazow i organi^eskogo para, poskolxku w
rezulxtate fotohimi^eskogo processa \to movet
wyzwatx powy[enie sodervaniq ozona w wozduhe.

GOTOWYE  IZDELIQ
Wulkanizowannye rezinowye izdeliq dolvny
hranitxsq ne podwergaqsx dawleni@ i deformacii.
Kogda newozmovno izbevatx dawleniq, ego
neobhodimo swesti k minimumu, ina^e \to movet
priwesti k uhud[eni@ swojstw reziny ili, po
krajnej mere, k ostato^noj deformacii i
izmeneni@ formy izdelij. Esli izdeliq byli
upakowany swobodno, ne podwergaqsx dawleni@,
oni dolvny hranitxsq w swoej originalxnoj
upakowke. Esli izdeliq postawlq@tsq w buhtah, to
obwqzywa@]aq prowoloka ili werewka dolvna bytx
srezana wo izbevanie deformacii. Po wsem
woprosam, povalujsta,  obra]ajtesx k
proizwoditel@.
Rezinowye izdeliq dolvny bytx za]i]eny dave
ot neprodolvitelxnyh kontaktow s vidkostqmi
ili polutwerdymi materialami, osobenno s
rastworitelqmi, letu^imi materialami, maslami
i virami.
Nekotorye metally - osobenno medx i marganec
- okazywa@t neblagopriqtnoe wozdejstwie na
wulkanizowannu@ rezinu, po\tomu rezinowye
izdeliq ne dolvny hranitxsq wmeste s \timi
metallami, a rezina dolvna bytx upakowana w
za]itnu@ bumagu ili poli\tilen.
PRIME~ANIE. W ka^estwe upakowki nelxzq
ispolxzowatx plenku soderva]u@ razmqg^iteli.
Mel, talxk i sl@dqnoj poro[ok - lu^[aq za]ita
dlq powerhnosti reziny. Movno ispolxzowatx
l@boj poro[ok, glawnoe, ^toby on ne soderval
we]estw, otricatelxno wozdejstwu@]ih na
ka^estwo reziny.
Wavno ne dopuskatx kontakta mevdu razli^nymi
tipami reziny, osobenno \to kasaetsq izdelij iz
termoplastow razli^nyh cwetow.
W rezinometalli^eskih izdeliqh metalli^eskie
^asti mogut kontaktirowatx s rezinoj tolxko na
stykah. Antikorrozijnye dobawki, soderva]iesq
w metalle, ne dolvny snivatx pro^nostx
soedineniq.
Kontejnery, pakety i drugie upakowo^nye
materily ne dolvny sodervatx we]estw,
negatiwno wozdejstwu@]ih na ka^estwo reziny,
takih kak mednyj naftenat, kreozot i t.d.

~ISTKA
~istka wulkanizowannyh rezinowyh izdelij
dolvna proizwoditxsq o^enx akkuratno. Lu^[ee
^istq]ee sredstwo - mylxnaq woda. Zapre]aetsq
primenqtx abraziwnye materialy, ostrye
predmety i rastworiteli, takie kak tirhlor\tilen,
karbon tetrahlorid ili karbon gidridy.
O^i]ennye izdeliq su[itx pri komnatnoj
temperature.
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ISPOLXZUEMYE TERMINY
EXPLANATION OF TERMS USED

RABO~EE DAWLENIE • Working pressure
Maksimalxno dopustimoe postoqnnoe dawlenie rukawa.
Working pressure: highest allowed constant pressure for hose.

FAKTOR BEZOPASNOSTI • Safety factor
Sootno[enie mevdu razrywnym i rabo^im dawleniem pri komnatnoj temperature.
Faktor bezopasnosti sostawlqet 2,5-5 - dlq normalxnyh rukawow, 4-5 - dlq
kislotnyh rukawow, 8-10 - dlq parowyh rukawow.
Safety factor: relation between bursting and operating pressures of a hose in room temperature.
The safety factors are 2,5-5 for normal hoses, 4-5 for acid hoses, and 8-10 for steam hoses.

PROBNOE DAWLENIE • Test pressure

Weli^ina, ispolxzuemaq pri testirowanii izmenenij razmerow rukawa, naprimer
1,2-1,5 h rabo^ee dawlenie.
Test pressure: the pressure when testing dimensional changes of a hose, e.g. 1,2-1,5 x operating pressure.

WAKUUM • Vacuum

Raznica dawlenij wnutri i snaruvi rukawa pri normalxnom atmosfernom dawlenii,
ishodq iz predpoloveniq o prewy[enii naruvnogo dawleniq nad wnutrennim.
Vacuum: difference of pressures inside and outside of the hose in normal atmospheric pressure, presupposing
the outside pressure is higher than the inside pressure.

1 Pa = 1 N/m2 ( 1 N = 1 kgm/c2 )
1 bar = 100 kPa = 0,1 MPa
1 atm = 101,3 kPa
1 kp/cm2 = 98,1 kPa

PRIBLIZITELXNYE PEREWODNYE WELI~INY
Approximate conversion factors

W swqzi s postoqnnym razwitiem proizwodstwa informaciq w na[em kataloge
izdelij movet menqtxsq.
Due to continuous product development the information in our product catalogue is subject to change.

1 Pa=1N/m2 (1N=1 kgm/s2)
1 bar=100 kPa=0,1 MPa
1 atm=101,3 kPa
1 kp/cm2=98,1 kPa

RAZRYWNOE DAWLENIE • Bursting pressure
Dawlenie, razru[a@]ee nowyj rukaw.
Bursting pressure: pressure that breaks a new hose.
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4-10
11-20
21-29
30-49
50-69
70-99
100-129
130-174
175-224
225-315
316-600

± 0,4
± 0,6
± 0,8
± 1,0
± 1,2
± 1,4
± 1,6
± 2,0
± 2,5
± 3,0
± 2%

Dornowye rukawa
Mandrel made hoses

Bending radius = R
According to standard SFS-EN-21746:
Min. bending radius measured according
to figure.

DOPUSKI NA RUKAWA
TOLERANCES OF HOSES

R R

Bazowyj razmer
Basic dimension
mm/mm

Dopusk
wnutr. diametr
Tolerance i.d.
mm/mm

ili
or

Dopusk
nar. diametr
Tolerance o.d.
mm/mm

± 0,8
± 1,0
± 1,2
± 1,6
± 2,0
± 2,0
± 2,0
± 2,0
± 2%
± 2%
± 2%

Dlinnomernye rukawa
Long length hoses

± 0,6
± 0,8
± 1,2

Bazowyj
razmer
Basic dimension
mm/mm

3-5
6-20
21-30

Dopusk
wn.diametr
Tolerance i.d.
mm/mm

Radius izgiba  = R
Sootwetstwuet standartu
SFS-EN-21746: min.
radius izgiba izmerqetsq w
sootwetstwii s risunkom.
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